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COMPUTERS 



The Commodore 



Few computers can approach the success 
that the C64 hits enjoyed. Why has is it 
remained so successful for so long.' 

by Norman Doyle 



provision lor eight sprites and probably the best sound chip in 

Really. I should refer to ihc C64 by the mme o) its latest 

incarnation, the 64C". because the production line in Germany 
has been turned over to the production of this handsome 

In the early days most of the programs w rilten for the Cfi4 
were upgrades from earlier VIC 20 programs. With the passage 
of lime more and more programming tricks have been exploited, 
graphic designers have gone to tow n with animation effects and 
a new breed of musician has appeared to transform the sound 
chip into a voice simulator one minute and a high class 
synthesiser the next. For the most pari, the net result is that 
games today hear little resemblance to their predecessors and 
this has had a knock on effect to serious software. 

What do the programmers play with? 



The three colours arc border, background and foreground 
haracter). All sixteen colours can be used on one screen but 
ch character square can only exhibit two of these colours: 

A tew dell pokes and the character square can exhibit a total 
lour colours, including the background colour. This is subject 
the swings and roundabouts syndrome, what you gam in 
iloiii fulness vou lose in horizontal resolution Each multicolour 
laracter square is formed by a matrix of lour by eight pixels. 
Once again the character set is rcdefinahle and this mode 




Hi res multicolour mode 

Once again this mode gives a blockiei appearance because 
the horizontal resolution is halved to IW) pixels. 

In addition to these modes there is the extended colour mode 
which splits the character set into groups which can have 
differently coloured backgrounds. Because of the subsequent 
reduction to only 64 characters in the set. it limits what can 
effectively be done hut some nice effects can result. 

In addition to these displays (here is provision for a 
maximum of eight sprites to he displayed at the same time. Haeh 
sprite can he switched to normal or multicolour mode 
independent!) of one another and totally free from the screen 
mode selection. 

The advantage of sprites is that they don't have a transparent 
background colour. This gives them an appearance as though 
they were painted on a transparent sheet and anything (hey pass 
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64 



- ,uul 



operating syst 
piggy hack 




ii primer interfaces, cartridges. 

,1 of other add-ons Ranged along 
ight you'll llml a cartridge socket. TV 
lor socket, serial port, cassette interlace 
:r port. These are supplemented by two 
les. graphics pads, light pens, track halls 



held together by a (OKI 
nodified 6502. When it 
hine cikIc program it is 



of Basic RAM 
is MK of RAM. 
! cost of the lull 



ncmory are overlaid by the OS chips in a 
ishion which means that access can only he gained 
RAM by bank selection. This has been exploited 
y commercial machine code programmers, vastly 
improving the quality of software. 

The real Achilles heel of the system is the Basic 
implementation which is archaic and contains no direct 
commands lor sound or graphics control. The bad news is that 
this makes sophisticated programming a pig but the good news 
is that all the PEEKs and POKEs form a gixnl introduction to 
machine coding and there are not so many Basic keywords and 



Sound Technology 

The audio capabilities of the CM are pro\ ided by the SID I Sound 
Interlace Device) chip which gives three independent sound 
channels. With each channel sou gel lull ADSR envelope shaping 
and a choice ol three waveforms or white noise plus limited ring 
modulation, filtering and resonance. 

This means that three part harmonies are easily achievable 
hut careful programming can make this seem like a small group. 
The sound from a well tempered CM can beat many synthesisers 
for range and Colour. 

Peripherals abound lor the CM and every orifice can spew 



last loaders. The second and n 
Commodore just didn't realise what could he achieved! 

On the outside the machine doesn't seem to haw changed 
at all prior to the MC redesign but internal changes have been 
going on all of the time and the latest version of the component 
hoard is the slickest \c< 

In computer history there has never been a machine to equal 
the Commodore M in popularity, price and style. If this model 
doesn't sec its tenth birthday I'll hang up my pen and inkpot lor 
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A DOZEN 



1 C64 CONNOISSEUR PACK 

ESHP S £1 89.99 a 

2 128 COMPENDIUM PACK 

COMMODORE 126, C2N MUSIC MAKER. INTERNATIONAL 

Hi" 0 " 2 £220.00. 



3 PLUS 4 PRESENTATION 
PACK 



R.US JOYSTICK ■ wiwwA 

4 COMPLETE MUSIC PACK 



£215.00 



5 MUSIC EXPANSION 
SYSTEM 



MXU0ES 5 OCTAVE KEVBOARC 
CASSETTE. SCUM) EXPANDER CASSETTE 3 PIAYALONG 
ALBUMS CASSETTE OR DISC PLAYALONG 

SeSX E 99EACH £75.00 A 



6 SEIKOSHA PRINTER 



L £1 69.99* 



7 COMMODORE 64C AND 
C2N DATASETTE 



£1 49.99a 



8 COMMODORE 1901 
COLOUR MONITOR 



COMPUTERS HIGH QUALITY REE 

ST* £275.00a 



GRAPHICS SOFTWARE 



Art 

Gallery 



Mice, pens and joysticks nre useless without the software 
to drive them. 



by Norman Do) le 



I\\ difficult to knim how u> start choosing a graphics package. 
The range seems so bewildering The starling point should he 
ihe facilities on oiler but. though most people know what they 
want from a graphics package, lew people know what lhe> really 

For Ihe best results the package should use the multicolour, 
hit-mapped mode. Although this docs impose a halving of the 
horizontal resolution, the benefits gained in colour use mean 
that highly polished results can be achieved. 

A pixel (picture cell! is the smallest element, or building 
block, from which the image is created and the resolution is 
ihe number of pixels which make up the total image. The rule 
is therefore, the greater ihe number of pixels, the higher the 



On a normal screen there is a m 
by 2? lines. Each matrix square o 
eiehl pixels square giving a screen 
Jim pixels high I ins degree ol 



Another imposed problem is lli.il colour 
impeded by ihe limits of only having three ink ci 
cell measuring 4xS pixels. 



A good graphics package will have an on-screen menu so 
that you can always see your picture when selecting the next 
drawing option. This may seem like a problem because part of 
Ihe screen is obscured by the menu bin most menus can be moved 
around Ihe screen or even switched oi l to display Ihe lull image. 

The main consideration is. ol course, the contents ot the 

lor changing primer parameters to tailor the output to suit the 
printer and interlace thai vou arc using: and an Undo option, 
which erases your last action, is heller than having to rely on 
hni.se tor correcting mistakes which may occur when you re 
completing a complex image. A lull range ol drawing options 
should allow freehand drawing and a wide range of shape 
creators such as clastic line draw ing. polygon, circle and elipsc 



show the pixels in greater detail. Apart from relics ing eyestr 
this facility is essential if you are using a lighlpcn unless 
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Finally. there has lo he a pallctle from which Ihc brush 
colours can he selected. 

Cadmaster 

Trojan oiler a tree lighlpen with each of (heir three versions 
ol this package lor the C64. Phis4 and Clft. Ii has a wide range 
of facilities allowing live pen thicknesses and three quill si/cs 
which can he used in freehand, line, circle, triangle, ray and 
box modes. 

Taking into account special fill functions, active banding 
and wash facilities, and the price of just CI9.95. it would be 
reasonable to say that the lighlpen is a free oiler and that Trojan 
are ottering a bargain to anyone who needs a quality graphics 
package hut has reservations about using a lighlpen. 

The Image System 

In the light lor the ultimate graphics package. CRL are ottering 

hi res loading sevens teaturcd in 'their games. The on-screen 
menu display has a panel which displays a blow up of the current 




moved, copied, taken up and down in scale, rotated and even 
lolded to create 31) eflects. 



The Advanced OCP Art Studio 

Although the £24.95 price tag may seem a little high, this 
package is worth every penny. It contains facilities which would 
normally be associated vv ith Bleclronic Art's excellent Deluxe 
Paint graphics package lor the Amiga, which is no mean trick 




It has all the ex|veted lacilities lor creating images, including 
an excellent Zoom facility which allows [he user to select the 
degree ol enlargement. What really sets it apart is the ability 
to create and save picture elements, shapes w Inch may be saved 
and loaded for use in later projects. 

The image can be created usimj either a jov stick or a mouse. 
Rainhird Software have also included the facility to display the 
Zoomed image alongside the actual normal resolution picture 
so that you can see the micro cllcct of your macro changes. 
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This is the package v 
supply il with ;i mat 
supports graphic tar 

screen From this tin 



■ IispLi 



d the 



.1 I lie 



an be created including spheres. When the 
tated. you can opt for showing or hiding 



lx' selected including 
ility enables the loading 
lesigned characters w Inch are prw Med as part 
Animals, vehicles, various shapes and facial 
he used to create pictures, making this a fun 
na children as well as adults, 
dies costs 112. W. or £24.99 w j,|, ,he lightpen. 



If you require an art program tailored towards making technical 
' is and scaling are of great importance. 



renderings are easily produced using the keyboard o 

For the architect the ability to save often used devices and 
shapes should prove a noon. The sealing and dimensioning 
facilities are particularly impressive, as you would expect from 
a package costing £24.95 on the C64 or £34.95 in 128. The 
optional lightpen adds an extra £12.95 to the cost. 

Artisl <;i 



The arrival of The /n/.tcc Si % 
pack. VMcoai 64 The siren 
of only £4.95. II CRLhave; 



•d CRI.'scarlici graphic 
is the bargain price 



The package allows two modes of operation: multicolour 
or standard bit-map. With multicolour you get the halving of 



area. In standard hit-map mode the horizontal resolution is high 
hut the character squares arc limited to only two colours. 

As the forerunner to The Image System. Vidcom has many 
advanced features such as pattern fill, area copying and reversing 



will not he using this program lot your graphic 
finding a copy that hasn't been snapped up yet 



Picasso's Revenge 



vou need but doesn't go overboard on special facilities, 
ic beginner, this approach means that gelling the lull benefit 
a hgiitpen driven program will not mean hours of reading 
vpcrinienl.it ion belore you're able to tackle your tirst maior 



is may be- partially cleared 



l ltrabasic 64 



Along with its sister program. ' 
different approach to graphics on I 
LOGO-like language but Abacus Softwares form of Turtle 
graphics is far faster and can easily he linked in to Basic 
programs. Apart from permitting the use of hi res graphics, there 
are also limited sound controls and a sprite designer. 

31) Graphics Drawing Board 

Vet another approach to graphic art is provided by Gle 
Publishers As the name suggests, this produces images w 
can be twisted and turned tins way and that to give a true 3D 
The images arc wire frame graphics produced from I 
basic shapes a cube, a py ranud and a ey lindcr. From these 




Drawing To A Close 
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Precision for Performance 




PRECISION 4010 

480 cps 4 Head Dot Matrix Printer 

* 4 print heads for ultra high speed 

* Tractor and friction 

* Centronics parallel interface 

* EPSON-compatible 

* Full 12 month warranty 



lightning 252 lines per minute in drafi 
and 138 condensed. The Precision 4010 supports Epson m 
standing! 



Precision model 4010 dot matrix printer 



ie graphics at a resolution frc 

£424.35 u 



ORDER BEFORE DECEMBER 31ST 1987 AND RECEIVE 
YOUR PROCTER CARRIAGE FREE WITH A FREE SUPER-G 
INTELLIGENT INTERFACE! OFFER WORTH OVER £40! 




Ring for our New Catalogue of Commodore products 

— LJ Precision Software Ltd. 6 Park Terrace, 
I I Worcester Park. Surrey KT4 7JZ 

ivT.^ Telex 895502 1 Precis G 



PRINTERS 



A Printer 

Buyer's 

Guide 

Buying a printer immerses the novice in a sea of jargon. 
Here's your first swimming lesson! 

by Jon Vogler 



people sull think ol them as the noisy pan ol .1 typewriter. V 
from just being a platten and a print head, the modern print 
is an intelligent de\ iee which can otter a range of options to tl 

tie facilities and the pitfalls buying nearer home a belter prospect. 

Speeds 

Various suppliers hau- criticised ins pnntci speed tests, which 
You'll usually be able to buy printers at lower pi ices than the show print speeds to be far lower than the manufacturers claims, 
•recommended retail prices' quoted by the manufacturer. Work So why not run your own test on the printer you plan to buy ' 
on the assumption that the best printers w ill be available for at Set it running on a slab of text some 5000 characters long and 
least 10% below their RRPs and the older, not-so-hot ones then time it with a watch. Remember to terminate the test timing 
at 20% lower. Shop around for the best discounts you can get when the printer actually finishes rather than when the computet 
and remember that RRPs include VAT but not the cost of the finishes outpulling characters This is because most printers now 



data cables and plugs. 

Warranty- 
Most models offer a 12 month warranty (Citizen give two years). 
You'd be advised to get a written 



have memory buffers which thankfully reduce the time that the 
computer is occupied but mask the actual speed. 

When you're finished you'll have a tar better idea of how 
long the machine will take to print the kind of things you're likely 
to w rite. The manufacturers' figures usually tell you how quickly 
the machine will print a straight line of spaces: a singularly 



:n if it's just a scribbled note on the useless and deceptive piece ol mlormation in my opinion. 
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PRINTERS 



STAR NL-10 Print Pitch Demo 
Pitches available from front panel 



Additional pitches available 
under programme control 

Commodore 
Commodore 

Commodore 

Commodore 

Commodore 

Commodore 

Commodore 

Commodore 

Commodore 

Commodore 



11 Print Pitches and 16 Print Styles 



Memory Buffers 

An input butler is RAM 



Buffers are now becoming so co 
with an option on size) that by taking 
speeds would appear very inaccurate 
5000 characters respectively would t; 
print out on a 20 characters per second 
of three or live kilobytes, the ti 



and so large (often 
it of them, printing 



er is comparatively 
...». time on almost every 
inlout. So, it your main concern is to find a printer that dix?sn : t 
your computer up tor a long period, look for one that 
mbines high -draft speed with a large input memory butter" 
buy a buffer as a seperate unit. 



How Matrix Printers Work 

Most printers, apart from the very expensive ones, are 
dot-matrix or daisywheel types. Dot-matrix is based on a 
system of pins and hammers. The 'print head' usually has just 
a single vertical line of nine pins, hut sometimes it is a rectangle 
containing more. Each pin is hit by a hammer causing it to strike 
the ribbon and produce a single dot on the paper. A single pin 
may be knocked four or five limes to make one character: for 
example, the top pin may be hit five times to make the cross-bar 

In theory, the more pins in the head, the better the quality 
of the print; 24-pin printers are becoming more common but 
normally cost over £500. Watch out for price cuts, though, as 
they try to compete with the falling prices of laser printers. 



Interfaces and Compatibility 

Printers come with one of two kinds of connection to the 
computer: serial and parallel. A parallel interface means that 
the eight bits (binary signals I needed to make one byte (single 
character) travel side by side down eight strands of a ribbon 
cable. This means that the computer receives each bvte in turn, 
whereas the slower serial interlace sends each bit down the same- 
wire in bursts of eight, acting rather like a commissionaire at 
the January sales. It's easy to sec that this means that the parallel 
interface can be eight times or more faster than serial connection. 

Sometimes one or other is offered as standard and the other 
as an option tor which you will have to pay extra: some printers 
have cartridge interfaces built-in. 

Some printers work on the coding system adopted by IBM 



fills 



own rate This releases the computer from printer output f; 
more quickly and the user can move onto other things while th 
primer chugs along at its own speed. 



i a new standard between themselves. 

To be on the sale side, select a computer with italic, bold. 
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elite (compressed) and NLQ typefaces and buy a wordprocessor 
which will allow parameters 10 be set up to access them. 

Extra Character Sets 

In many machines, the print buffer memory spacecan be used 
to hold different sets of characters: either those lor other 
languages, such as the accented Trench alphabet, or user defined 
sets. These are often called downloadable characters and are 
particularly important for those users who need to printout 
mathematical and scientific equations and symbols. Check how 
mam different language character sets each prospective machine 
has and. if you need to use one in particular on a regular basis, 
check that all the required characters are there. 

Controls and Software 

A control panel should have switches for mains on/off. going 
on-line and for form and line feeds. Form teeds are used wilh 
fanfold paper w hen you w ish to set the print head at the (op of 
the next sheet of paper and line teeds only advance the paper 

As more priming modes become available, the 
manufacturers have realised that many users, and some 
wordprocessors. cannot cope with so main software controls. 
In the past some of these lunclions were selectable through the 
use of hanks of lour, eight or ten DIP sw itches. These are used 
to permanently set the printer into particular modes such as NLQ. 
auto linefeed or to select specific character sets and so on. The 
tiny switches have never been popular, frequently requiring the 
dismantling ol part ol the printer hclore t hey can he delicately 

circumstances. Sometimes the paper which you normally Iced 
through the machine is not available, for example, and a Hick 
of a sw itch is preferable to reconfiguring your word processor 
or sending oul control codes every time you want to print 




Fonts, Faces. Modes and Pitches 



printers is being used by a w ider range of people. Terms such 
as fonts, founts, faces and modes are thrown tossed back and 
lorth enough to make a novice's head spin. 

A font is a family of letter shapes ( British printers often refer 
to this as a fount). They revel in fanciful names such as 
Buskers die. Helvetica. Pica and Times. 

Within each font you can have variations on the theme 




or a table of data. This mode shortens the letter horizontally 
while maintaining the same height, as though the letter was 
breathing in. E\p:mdcd type is the opposite of condensed and 
delivers letters which are stretched out horizontally but maintain 
the standard height. 

Pitch is a measure of of the number of characters per inch 
(epi). Modern laser ami ink jet printers offer a variety of pitches 
on all fonts but dot matrix anil daisy wheel machines normally 
have a specific pitch for a particular font though you do 
occasionally get up to three different pitches tor the standard 

Pilches are given names like pica and elite. Pica (the 
standard pitch) typically offers 10 epi w hereas the narrower elite 
pitch has 12 epi. 

Fonts and faces are increasing in number as printers and 
interlaces become more sophisticated. A typical range, produced 
on a Star SO— 10 printer is shown in Fig 2. 

More Modes 



Extra modes w hich may be available to the user include NIX?. 




After the normal dialt character has been printed, the head moves 
a tiny hit to the right and prints again so that the horizontal lines 
of the character consist of two sets of dots w hich touch forming 
an almost solid line and the vertical components of the letters 
are double thickness. 




NLQ or High density characters are produced in a similar 
way hut the second dot positions are more accurately placed so 
that the line is continuous. On some printers NIX? is a 
combination of double strike and emphasised. In NLQ mode 
italics and hold may not be available. 



Facing Up To It All 

In such a jungle, what do you need on the control panel and 
what should be left as software controlled? 

In general, you need NLQ. condensed and expanded 
characters along with other typefaces such as Pica. Courier or 
letter Gothic. This is because once they have been selected they 
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will not he changed lor the rcM of Ihe document. Italic, hold, 
super- and sub-scripts are spot effects' and are hot turned on 
and off where needed through software controls. 

Proportional spacing is also desirable as a panel switch. 
Most printers support this facility which tidies up the look of 
a document by closing up the spaces between thin letters such 
as i" andT ami the neighbouring letters. 

There should also be a tomi leed and a lineleed button to 
help align paper and an offline toggle to kill the printer w ithout 
clearing Ihe internal butler 

Light Relief 

All printers should have I.FDs ithose small coloured lights) to 
indicate that they are plugged in and turned on. that they arc- 
also on line and to indicate when the paper supply has run out 
nil. nigh an audio signal is |iisi as useful I Lxlra lights to indicate 
the mcxle of printing are also desirable. 

Fun fold or tractor feed paper is pulled or pushed through 



nt criterion is the appearance ol the linal 
irly the standard of the NLQJudge Ihe 
>rding to your present needs but against 



iv the J 



rsplca 



of the paper. Slice! p.ipei i> ted tluough by Iving gripped between 
the platten and a roller in the same way as on a typewriter. 

Just as you can't Iced sheet paper through the tractor drive, 
it is inadvisable to try to teed fantold paper through on friction 

drive. As the printout continues the slight reverse pull, from the The Right Stuff 
weight of paper being draw n off the stack, w ill cause the paper 



to the eye. clean edged and unambiguous.' Do the descen 
of the y'.'i'. pVq' and 'g' truly descend.' Owners of older 
Commodore printers will appreciate how difficult and cheap 
these letters can appear without true descenders. Normally there 
is room for a descender to drop three dots below the notational 
line but some printer manufacturer's only use two and reserve 
the bottom line lor underlining. This should be avoided because 
with only two dots you sacrifice the loop on "y*. - g" and 'j'. It 
always looks better it you get a printout which only underscores 
the letters without descenders; a broken line looks better than 
a confused mess. If you're not sure how the characters arc formed 
ask to look at the manual Somewhere in the appendices there 
is usually exploded diagrams off all the letters which the printer 
can produce. 

The true measure of a good NLQ mode is to ask yourself 
if it looks like a daisy wheel or typewriter printout or just a less 
dotty version of draft mode. 

If you anticipate doing hi-res screen dumps, check that the 
printer has this facility and exai 



When buy ing a printer make sure that the cost includes a 
d mechanism. Some models only supply them as 



lanlold paper has badly or unpertorated edges Unless you wish 
to keep the perforations attached check the quality before buying. 

Many machines offer optional cut -sheet feeders but the 
cheaper ones never work very well. If you anticipate using a 
lot of headed paper for business letters then insist on a sheet 
feeder demonstration before you buy. 



Ribbon Replacements 



One way to check how well a printer is made is by it's weight 
lightness often means skimped strengthening and the use of 
plastic w here metal would haw been better. Watch out for thin 
plastic protrusions because they w ill be the first pails to go when 
you carelessly drop a book or a joystick on the printer. 

Check that the print head has a multi-finned, sturdy 



heatsink attached. The m 
with Ihe pins and the pins contact will 
energy as heal. If the heatsink is inel 
to print till the cows come home in Ja 
comes round the printer will probab 
cannot test the heatsink effectively bu 
carefully. 

Another way of assessing the qua 
the design of the sw itches I dislike the 
behind a strip of plastic tape. I much 



s. then 



gladly part you from £300 but are too tight fisted to put a 50 
How's your MLBF? 

MLBF stands for mean lite between failures or how long, on 
average, the machine will operate without breaking down. If this 
value is expresseil at all it's difficult to judge its significance 
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A good manual should he A5 in size, spirally bound to lie open 
on the desk and should have stiff covers. 
The contents page should have long and detailed descriptions 
of the chapter contents and each subheading should have a page- 
reference. 

There should he a substantial index at the back relercncing all 
controls and their axles and indicating where the DIP switch 

Before leaping in at the deep end. the principles of sending 

There should he .1 summary appendix giving all the generic 

A list of all optional extras should be given, including alternative 

A lull specification of the machine detailing all of the features. 
An explanation of ASCII codes, decimal and hexadecimal 




because there are two methods of assessing MLFB: the number 
of hours printing, and the number of lines printed. 

As a rough guide I would calculate 1h.1t since most printers 
operate at around 60 characters per second which equates to 45 
hues per minute or lines per hour. So multiplying an hourly 
MLFB hv 2.7IX) w ill be a rough guide hut not really a satisfactory 
guide. 

you have to resort to the small claims court under die Trade 
Descriptions Act! 

Decibel Level 

This is important if you end up doing the books late one night 
and the kids are asleep next door, or if your trying to listen to 
someone on a long distance call with the printer rattling away 
on the next desk. 

It's extremely rare to find any kind of acoustic padding inside 
a printer. Surprising really when you consider that my way of 
estimating the noise of a machine is by counting how many closed 
doors have to be in the way before I can t hear it! Try something 
like this, for example, can you hear it from outside the shop? 



Ease of Use 

up a new batch Dil'k states that a good prmtei is one that doesn't 
call upon the skills of a watchmaker or the agility of a conjourer 
to achieve the Utopian slate of lace -up. 

Printers such as the Star NL-IO and Panasonic KX -PI08I 
have a nice feature whereby the printer will help the process 
of inserting the lead sheet w ith a brief autofeed of a few lines. 

One day some wretched little piece of paper is going to get 
lodged inside the printer If this is going to involve resorting 
to a screwdriver and pliers or a crowbar it's not going to do you 
or your printer much good. Always find out how easily the covers 
can be removed so that the paper path can be laid bare. 



Buying a Daisywheel 

is thereby printed onto the paper. The range of characters and 
the style of the font and quality of print is iherelbre determined 
by the si/e and type ol daisywheel employed Some wheels have 
more petals than others but. before making your purchase of 





Most modem daisy wheels are Qumc or Diablo compatible 
which means that they adopt the same codes as one of these to 
achieve special effects. Most w ill print bold by double striking 
or shadow by offset double striking. 



Daisy Strain 

Unlike dot matrix printers, the quality of a daisywheel printer 
is always excellent and this is why the slow acting but relatively 
cheap daisywheel printer has resisted the advances in NLQ dot 
matrix, laser, ink jet and other printing methods. 

Manual Labours 

The quality of the handbook is every bit as important as the 
quality of the machine What's the good ol owning a Rolls Royce 
if you can't gel it out of the garage? 

Figure 3 lays out sonic rules for buyers: and for the 
handbook writers' I particularly recommend that you check 
whether explanations are lucid without being patronising. I also 
suggest that you make sure that all the printers numerous control 




for a quick refresher course on little used codes. Otherwise 

you could be leit thumbing through an un- indexed hook for 
hours on end. 
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A Change of Face 

If MPS803 printouts are not the prettiest sight you've 
seen, Printkit IV could be the cosmetic surgery you've 
been looking for. 
by Gordon Hamlett 



F.ntcr Prinlki! IV fi 



> does II 



bil 



use of this, il is probably best only 

circuits and two sockets, a resistor, a emphasis rather than italicising whole 
switch and sonic solder mop. As the name chunks of text at a time. It does give you 
suggests, it comes in kit form and you five new characters though: left and right 
must fit it for yourself. To do this you'll curly brackets, a divide sign, 
need to strip the printer down, remwe the symbol and a right pointing 
printed circuit board, fit the components 
and then reassemble everything. Tools 
required include a small soldering iron, 
w ire cutters and a couple of screwdrivers. 
The whole job could take you a couple 



n to the tricky parts and hints and 
tips are given to help you. The 



lovingly created. Spaces can be 
underlined, or not. depending on the 
effect you wish to create. 

The switch allows the original printer 
mode to be restored at any time, although 
the manufacturers are convinced that you 
w ill not want to do this very often except 
as a reminder of the bad old days! 

These four additional features will 
certainly give vour MPS803 a new lca.se 
of life, and at £30. has got to be a lot 
cheaper than buying a new printer! 



If vou don't feel happy about 
approaching this job yourself, then you 
can send your printer to APT who will 
do the conversion for you for a fee of £15. 

Once the kit is fitted, you are ready 
to try out the new facilities available to 
you. Naturally, the descenders are always 
there and need no special commands but 
underlining, italics and boldface are 
switched on and off via special control 
codes When using word processors. 
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Facing Up To 
Printers 

Interface -phobia is a state of mind which affects many 
Commodore users. Broaden your horizons with our 
simple guide. 



by Norman Doyle 

Iteming the cot) world of Commodore printers for the lough 
world of alternative hardware ean be a traumatic prospect. Just 
buy ing a printer is not enough because the Commodore machines 
work through the serial port and most commercial printers have 
parallel Centronics or RS232C inputs Main people forget to 
budget for an interlace but without it control is not possible. 

The mere mention of parameter setting is enough to cause- 
panic to set in but interfaces are probably the least complex 




by 90mm. The best units not only have a ribbon cable and a 
serial DIN lead hut also base a single connector for the cassette 
port. This is a power tap to supply the PCB in the interface with 
the coned soilage Sonic interlaces lap their power from the 
printer's 5V line on pin IK of its socket hut. because this is not 
standard, you must check that y our printer is of this ty pe before 
buy ing such an interface. 

At its simplest, a connection interface simply collects each 
hit emanating from the serial port, assembles them back into 

ribbon 'cable ami into the printer as a parallel signal. 

Although this is the prime purpose for the interface, there 
are always other benefits incorporated in each unit. As a typical 
example I've chosen Precision Super-C interlace. 

Most interlaces, including Super -G. are supplied with 
integral DIN and ribbon cables which allow plenty of distance 



between the printer and the computer. The power supply lead 
should terminate in a through connector winch still allows the 
cassette deck to be connected at the same time as the interface. 



The Outside... 




positioning of the switches could be further improved by 
attaching them to the topside of the PCB and cutting an access 
hole through the top of the unit. Instead, the Super -G has a 
superb table of suggested switch settings lor a wide range of 
machines but the unit has to be turned over to facilitate the setting 
of the desired arrangement. 

The top panel could also be further improved by listing the 
functions of each switch. As an apparent afterthought the 

sheet inside the manual but a loose sheet can easily be lost. 

The switches on the Super -G are fairly typical and control 
functions such as the supply ol automatic linefeeds, setting the 
printer as device lour or five, and the selection of Commodore 
1525 printer emulation or transparent modes The other sw itches 




It's the final category which is probably the most important 
ol the switches Commodore has Us own tot rn ol character coiling 
based on the ASCII standard. This has conic to be known as 
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PKTSCII and causes problems where graphics characters arc 
concerned. In addilion. some of (he standard printer commands 
for the Commodore system vary from the equivalent controls 
set in other printers. Using the emulate/transparent switch allows 
you to use commercial soltware engineered lor Commodore 
printers with any printer which is compatible vsith the interlace. 

A secondary benefit of the Commodore emulation is that 
most interfaces have a special -quote' mode which substitute the 
reverse field, graphic control sy mhols in a PRINT statement into 
easily readable mnemonics or CHR codes. For the Super G 
this means thai a reversed heart sv mbol indicating a'clear screen' 
command will appear as <CLR > Each interface has its own 

into the Super-G than this. 

nt commercial soli ware produces strange results Willi the Hick 
ol^ a switch you get a clear sequential printout of the raw code 

Daisywheel printers are catered for by a special switch 
configuration which sends a text only output. 



Super- G 

This is the most recent interface to come under my scrutiny and 
I am still vers impressed with it. Precision arc the suppliers 
and the current cost is £34. 95 placing it at the lower end of the 
price range. 




d be duplicated inside the 
■y if, like Super-G. the 
l. This means that you 
"" a special situation 



nil could be better organised 
appendices tabling the special 



interface does r 

don't have to fiddle about with s 
occurs where you wish to vary | 
normal set-up. 

These codes usually take the form of a secondary address 
in the open command, such as OPF.N4.4.J5. The problem with 
this system occurs when commercial wordprocessors are used. 
The programs always open their own printer channels and the 
addition of a special secondary command is rarely catered for. 

A desirable feature of Ihc Super-G is the ability to lock 
the interlace so that tl ignores any oilier secondary commands. 
Simply by opening a channel using one of the special secondary 
commands alters ihc interlace irreversibly unless the power is 
switched off. The wordprocessor can then be loaded without 
worrying about the interface's slate being changed. 



Micrografix MW 350 

This unit has six DIP switches situated in a 
surface, next to a reset switch and a panel which gives details 
of the sw itches' functions and the correct configurations tor the 
major printer types. 

One useful extra' is the ability to print out a status report 
detailing the parameters with which the interface is currenllv 
operating. At a glance you can see whether your linefeed is being 
generated by the interface and even w hich primer s configuration 
your currently set to. More of a luxury than a facility, this could 



Why Worry? 

Despite waxing lyri 

I haven't touched il 
I've stressed th 
the best wav to buy 



te flexibility 

! was set on the day that I bought 
'fld sellings, and 



I suppliers change so regularly that it 



ne usetui witn some non-standard software. 

The interlace is also suitable for daisy wheel printers and 
has emulate 1525 and graphic mnemonics modes as well as 
transparent. 

Two additional features make this an intelligent interface 
which makes the whole process of printing easier. Firstly, control 
codes can be sent to the printer even in emulation mode bv 
preceding the command with an extra CHRS(27) control 
character. Secondly, and more importantly, there are a series 
ol extra commands for selling page width, length, perforation 
skip and one to make Ihc pnntei pause at the end of each page 
lor single shed Iced With an interlace like this w ho needs' a 

Just before you start wondering why I mention any other 
interfaces when this one appears to sing, dance and make tea 
at the same time, we come to the cost! The cheapest price I've 
seen is £60 in a sale. Versatility at a price. 
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Canadian hardware and software producers and this interface 
of theirs is reasonably priced around £30. 

I-ast I heard. Ariolasoft were marketing this one but. by 
now. it may be in someone else's hands Whatever the case I 
have no doubt that on a dusty shelf or up and dow n the country 
there's a Bl Interface or two. 

The functions ottered are fairly basic and no special 
functions are included but the interface is a reliable link for your 
printer and ideal tor those who preter the utilitarian to the exotic. 

Centronics Unseen 

There are several interlaces I've yet to see but it's only fair to 
give them a mention. 

Evesham Micros have tin Xctvc Supcrxruphiy interface 
for £69.95. This sounds a little like Device I because it has 
downloadable hulls and .1 large buffer. 

Stack Computer Products" interlace is compatible with 
the full range of Commodore computers and costs £59.95. If 
you also want XK of buffer space the price is £80.00 but a 
Centronics cable which links the user port to the printer will 




Delta Pi Software have two interlaces, a basic one at a very 

A very neat interlace is available from FCC Systems. The 
electronics are contained in a small cartridge on the rear of the 
Centronics connector. This looks neat but could cause problems 
with some printers hv fouling the paper Iced The FCC interface 
is priced at £59.99. 

In addition to their £15.00 Centronics printer cable. H&P 
Computers also has extension cables which can further increase 
the distance between your computer and printer. A one metre 
cable costs £5.00 and a two metre cable is priced at £7.00. 

The RS232C Alternative 

Although Centronics links are the most common printer 
connection, there are several models which favour RS232C links. 
The advantage of an RS232C printer is that the interface can 
also be used for linking in a modem. The disadvantage is that 
the connection protocols are more complex than Centronics 
connections. 

If you're a nov ice, you're strongly recommended to obtain 
a software disk that will help you to set up the parameters. In 
most cases a suitable program is supplied with the interlace hut 

A specific disadvantage w ith RS232C connection on the C64 
is that opening a channel automatically sets up a buffer at the 
top end of Basic memory. Starting at around 9DFF. the 
position of the buffer can overw rile any variables that the rest 
of your program may be using. This is further affected when 
the channel is closed and the top of memory restored to its 
normal S9FFF position. Now any variables that were set up 
during the RS232C communication phase will be wiped out. 
Its rather like executing a CLR statement at the start and finish 



Of RS232C interchange. 

RS232C interlaces are not as rare as you might at first think. 
Most companies who sell Centronics interlaces also stock 




£33.00 

An intelligent RS232C interface ul ti I by FCC 

Systems. With its own processor and a massive 64K butter high 
data transfer rates can he achieved and the computer is tied up 
for as little time as possible. The snag is that the system cost 
£115.00 but. tor those who want a cheaper interface.' FCC also 
have a low cost interlace for £35.00. 

The lowest cost interlace is that produced bv H&P 
Computers. With an Xmodem comms program the whole 
package costs only £25.00. 

Keep Up To Date 

The printer interlace scene is changing and evolv ing all the time 
with more and more printers including machine matched. 
Centronics interlaces. There is often still a chance that an external 
control system w ill enhance a printer's specifications in the way 
that Device I operates. As RAM chips continue to fall in price 
there may come a day when interlace buffers will free computers 
as soon as a high speed dow nload has been completed. The result 
tor the user w ill be freedom from the time delays involved while 
waiting tor the printer to do its stuff giving hours of uninterrupted 
word processing and programming. 
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Precision 
Printing 

Arc tour heads better than one? Precision Software's 
Peripheral Printer sticks its neck out. 

by Norman Doyle 



it this 



Mich as this I .1111 not the i>|V ol icucwci who will gasp at high 
printout rales. My second reaction to the machine was to sa\ 
that lour heads mean lour tunes the noise I was wrong Alright, 
so n is a little noisier than main ol its single-headed brethren 
hut the benefits tar outweigh this drawback 

logically, this machine oilers over lour tunes the speed but 
also oilers lour limes less weal on the heads per document. 
Added to which there are a tew more innovative lealures which 
makes this nv> peripheral ol the decade! 

In our article on printers we have laid in heavily on the 
deficiencies ol the switch s> stems employed on printers, 
especially Ihe widespread use ol Dll's Hold this printer up for 
scrutiny and there's not a DIP switch in sight. Instead .1 small 
cover to the right of (he printer hood is removed to reveal twelve, 
well-spaced slider switches which even the clumsiest of fingers, 
could operate with ease. 

This bank provides all the usual functions that DIPs usually 
otter: Epson IBM mode selection, linefeed, paper end detection, 
character set selection, lived form length and line spacing plus 




In from of this switch well are lour switches and four LEDs. 
Apart from the usual online, form feed and linefeed buttons, 
there is an NIjQ button which overcomes the problem of selecting 
this mode through software control codes. The switches are 
lugged, positive controls and the LCDs leave you in no doubt 
about the operating mode. Power, paper out and online are all 
indicated by their respective LEDs and the NLQ light comes 
on when thai mode is in operation. 
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Fast But Firm 

the printer is extia nigged I" counteract the mechanical shock 

nine. This solidity may have resulted in a hunt looking exterior 
but the sleek lines ol this inaehine helie this possibility. 

Enough of this eulogising, let's take a look al the 

The quadruple heads give this printer a print speed of a 
staggering 4K0 eharaelers per seeond in draft mode and enables 
NLQ printing at a rate which beats some printers in draft mode! 
80 eps in NLQ is not to he sniffed al. 

In bit image graphic mode for hi-res screen dumping, the 
printer performs in unidirectional mode which slows it down 
a little, bven al that it still beats every printer I've seen because 
having four heads ranged across the paper's width means that 
the carriage docs not move the heads more than about two inches. 

Apart from NI.Q and draft modes the printer also offers 
condensed and enlarged modes. Elite in normal and enlarged, 
italic, super-and sub-script, double strike, emphasised plus 
underline. In NEQ mode the Elite, emphasised, double strike 
and super subscript modes cannot be used. 

My only real complaint about this machine is the manual 
which is presented as a paperback (perfect bound) and liable 



to split or shed pages as it gets used. The contents page is limited 
to general headings and the information is so compacted that 
it's difficult to find the inloriiialiou that you need quickly. A lull 
index in the back of the book would have helped enormously. 

Interface Inclusion 

As standard, the Peripheral Printer has a Centronics interlace 
lilted but this can be replaced with an module. h>r 

Commodore owners the Centronics imict tacc is recommended 
because Precision arc offering as special price on the Super-G 
interface module bundled vvith the printer. 

In the article on interfaces 1 have already praised the 
Super -G liir its ease of use and facilities so. apart from 
commending Precision's oiler. I will say no more here. 



Conclusion 

You may have guessed that I'm howled over by this product. It 
produces smart looking SU) documents but it's a pity that some 
of the draft features are inaccessible. As fat as speed is concerned 
Ihis is heads and shoulders above the rest. If speed is a prime 
concern then this is the o;r/i primer lor you. 



ibnain boxes i 



(icommodore 128 

C128/64 IEEE 488 interface £69.95 

(as reviewed in July86PCW) 
C128/64 RS232 interface £49.95 
C128/64 Centronics Printer Driver 

Software £5.99 
C128/64 Centronics Parallel Printer 

Cable £19.95 



IEEE-RS232 and parallel 

bidirection interface 

32k buffer £249.95 



| PC < IEEE 488 



Unit 3G, Wavertree Technology Park , 
'avertree Boulevard South, 

Liverpool, L7 9PF S^er? 
Tei:051-220 2500 



GET THIS 

Superb graphics software plus a quality pen^— — — I J 
to give you enormous scope for fun and ■ W 

creativity Full colour pictures or simple line drawing - the choice f 
is yours * Freehand draw ' Pixel accuracy ' Box. circle, triangle 
• Copy ■ Paintbrush and much much i 



>n mouse for any tstick or keyboard 



GEOS Mouse with OCP Art St 

ARTIST graphics program — 

C64/C 128 disk or tape 
NEOS mouse & Cheese s'w 




£8.50 
£16.95 

Overseas orders add £2 00 



Printer 
Printout 



Printers conic in all shapes, sizes and decibel levels. We 
put sixteen different machines under the microscope. 





P' BROTHER M-1509 
lacing the written word onto primer 

paper may seem like a fairly mundane This primer is a beauty : a li* 

task but there are mure makes of printer 132 column machine with n 

than there are ty pes of computer. In fact. features. Unlike many printers the m 

there are so many different primers cable and data cable enter at the 

available for your Commodore that it avoiding the danger of fouling Ian 



I've limited im comments to sou 
the more popular machines that I've i 
twelve dot matrix, three daisy wheel 
one thermal printer. 



With a similar thought for 
accessibility, the power sw itch is situated 
on top of the printer and an array of 
membrane switches permit typewriter 
standard NLQ near-letter quality 



All panels are removable so that the 
pnniei m.i\ be cleaned but some ot them 
proved could only be freed with difficulty. 
The unusual tractor -drive attachment lor 
fanfold paper clips onto the back of the 
printer. This ensures easy loading of 
fanfold and cut-sheet paper as well as 
allow ing easy removal of paper jams. 
The printout quality is excellent: a sharp. 
NLQ typeface with curvaceous 
descenders in either roman I he standard 
style: italic, bold or boldface italic. My 
only criticism is a personal dislike of the 
slight discontinuity on the knee of the 
lower case 's'. 

The manual is neatly laid out and has 



it the c< 



ts list 



is brief and only occupies a single page 
w ith no index to support it. Despite this 
unfriendly referencing system, all the 
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This is the STAR NL-10 
This is NLQ mode 
This is italics 
This is bold faced type 
This is bold-faced italics 
This is underline and 
here are some descenders 
yyyyy ppppp ggggg jjjjj 



This is the CITIZEN 1 20D 

This is NLQ mode 

This is italics 

This la bold faced type 

This is bold-faced italics 

This is underline and 

here are some descenders 

yyyyy ppppp ggggg JJJJj 



contained alongside a business-like 
summary of all of the escape code 
commands. One slight blemish is the 
omission of a brief description of what 
each escape code achieves. 

II desk space and bank account will 
allow for a wide platten machine, this is 
" " , recommended and excellent 



correspondence draft quality, italic, 
emphasised and reduced. There is also a 
replaceable interface cartridge to match 



i six I 




! is not helped by the ugly, 
tractor drive attachment. When the 
covers of the drive sprockets are open 
they also obstruct the opening of the top 

Sheet feeding proved hazardous too 
Sheet or tractor feed can be 
lever -selected but the friction feed tailed 
to grip standard weight paper securely 
enough when I tested this facility. 

The overall finish is skinipv. 
extremely thin melalwork and barely 
adequate plastic The print head looks 



functions on the panel seem to be 
afterthoughts hurriedly added to an 
existing panel 

The printer docs have some good 
points including the simple selection of 
print face via the control panel: 



i be used for personal 
logos. The printout speed is slightlv 
higher than the LX 86. as is the price 
of £275. 

interlace to match the Centronics or In the absence of hands on 

RS2.12 sockets to the Commodore output experience with the l.X -800. 1 can only 
ports, so allow for this when comparing really consider the very similar LX-86 
the price of the Citizen against other which should still be around for months 
makes. to come. 

Finally, the handbook has a In its day. the LX-86 replaced the 

convenient tear -out card showing all the LX 80 as Epson's standard workhorse 
necessary codes. My pel hale w ith this. and included main enhancements lacking 
and other, manuals is the lack of an index in its predecessor. The tractor unit 
but otherwise it is nicely produced. became an easily removable device with 

lull width adjustment enabling the 
EPSON l.X - Mi printing of address labels and pay-slips. 

itely. the positioning of the 
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paper has been loaded and Ihe user then 
wishes in knock oul a quick enevelope, 
the tractor drive has to be removed to 
switch to Inchon Iced and then replaced 
aftei the envelope has been completed 
The arrangement also has the cited 

with Ihe tractor Iced lilted.' just when it's 




Commodore serial pViL 

I he speed claimed lo, this machine 

produced a slim and noisv S7cpi. In 
addition, ihe NLQ mode does not permil 
italics and Ihe appearance ol ihe M (,) is 
not quite up lo business correspondence 
requirements despite the crisp and clear 
appearance of the well formed 
characters 

In standard mode there is ., choice 
.■t eight different typefaces selectable 
from software codes or through a 
somewhat complex svsicm using ihe 
control panel. Neither of the printer 
modes supports proportional spacing. 

BROTHER M-1109 

This is a minute machine measuring onh 
13x8 inches, making II ideal lor those 
with limited desk space. Although 
Brownie points arc awarded lor Ihe 
inclusion of both serial and parallel 
interfaces as standard, il immediatel) 
loses them again fbi a miser!) control 

Although Nl.o mode can he selected 
from one iii the two membrane switches 
on the panel, there is no facilit) lot 

I often suspect thai main printers 

afterthought and the filling of this unit 
causes problems on the M 1109 Most o( 
the problems result from the trade off 
between compactness and convenience. 
The tractor Iced nol onl) inhibits the 




calls while priming oul a Inal balance 
because i| can onl) be controlled h\ 
software and few products allow for 
unique commands such as this 



The primer is extremel) slow, 
clocking in at a tested 43cps against the 
claimed lOOcps bui u does have a good 
typeface 

I he printer package is marred hv an 
extremel) |»H>r manual containing onl) 
the briefest contents list, has no index at 
all. no hand) reference cards and no 
explanations ol control codes In addition. 

the diagrams relating to dip switch 
positions are extremely contusing. 

STAR ML- 10 

I liked Ihis machine immediately It is 
cxtrcmelx well made and robust with 
many delightful features. 

The first main feature is thai the 
tractoi iced is built in so ihai ihe 



and all parts ol ihe paper Iced path are 
accessible in the event ol a papei lam An 
intriguing automatic loading sequence 
comes into pla) n the paper iced control 

lever is moved back, so loading fenfold 

or cut sheet paper is extremel) eas) on 
this machine. 




Compared to main ot the other 
printers on test the lugs and brackets 
holding covers in place were all short and 
stout and looked as n ihcv ttlll ,w happilv 
endure hard wear II would have been 
heller il the cartridge could have been 
tilled about hall an inch neaici the outside 
edge ol the primer, awav from Ihe paper 
track, l oi mosi applications tins problem 
can be solved b) placing the leftmost 
sprocket haul ovei to the extreme lell 
where the printer head will still reach the 
edee ol ihe paper. 

Above all. I liked the generous 
control panel with no less than seven 

indicator lights and live switches From 
Ihe panel Ihe user can select Sl.Q. bold. 



VOI R COMMODORE HARDWARE Bl'YERS (H IDE 
28 



PRINTERS 



pbnen spindle itself, Placed M either end 
nf the spindle it means that the user is not 
only limited to A4 fanlold. hut that the 
loading; of paper is also slightly trickier 
because the sprocket wheels cannot he 
adjusted indc|viidenll\. The manual does 



The Star is a hit: machine measuring 
16x13 inches hut this space is well used 
lor robustness and convenience. The only 
real complaint is w ith the rather cursory 
indices in the instruction manuals one for 
the printer and the other lor the interlace: 
However, there is a gaily coloured prompt 
card printed on plastic coated paper hut 
it doesn't include a list of (he various 



aid of a screwdriver. 



printer serial interfaces would not be able 

< >therw ise the facilities are so limited that 
the IBM codes should not prove too 
difficult to learn. The only faces are pica 
and elite in condensed, double width or 
with underline and without italics. What 
is classed as an NL(J mode failed to 
impress w ith its poorly shaped characters 
re descenders on the 'g' and 



With the prices now as low as £248. 
the Star NL-IO gives the best value of 



OKI MICROLINE-182 

The Microline-182 is business-like in 
appearance: shallow, flat and square with 

a tiny, unobtrusive control panel. 

The low profile is maintained, even 
s being used, by 



of the machine. 

with thin, plastic panels and a paper Iced 
selection lever which looks particular!) 
frail. On my sample the colour of the 
plastic cover didn't quite match that ol the 
plinth, one of the plastic lugs had already 
broken off. the connector on the hack was 
upside down whether in error or by 
design I kiMM not and the mains cable has 
a right angle connector which means the 
cable leaves the machine in an awkward. 
Sideways fashion. There was also an 
extremely fragile looking w ire clip whose 
function I could not ascertain and the dip 
switches could only be reached with the 



ill, 



LPRINT "Who you gonna call'" 
More importantly, the index is 
inadequate omitting such important 
headings as NI.Q. Dip Switches later 
lound under: Switches, internal circuit 
board and Boldface found under: 
Printing, enhanced emphasised, but w ith 
nothing under Enhanced or Emphasised '. 
^ All in all I was not impressed with 

KAGA TAXAN KP810 




Despite the lack of an indicator rmxle 
it is nice to be able to select NLQ from 
the panel of sw itches on the front of the 
printer. NI.Q does not support italics or 
boldface but there is a wide range ol print 
modes anil fonts giving variations on the 
pleasant character set with attractively 
curved tails on the defenders. 

For those w illing to trade off speed 
lor quietness, there is a special half speed 
mode which will please the neighbours 
during a nocturnal printing session. 

The manual has a very detailed 
contents list, excellent line diagrams and 
numerous tables detailing the various 
character sets and their dot patterns. 

I didn't like the Hush switches on the 
control panel and found the platlen would 
s paper thicker than an original 



with tv 
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afraid I must disagree and say thai 1 was 
favourably impressed with its overall 

SMITH CORONA D200 

company with a line reputation for 
typewriters and printers largely produced 
in Japan. The D200 has been around for 
some time in this day and age thai means 
more than a year! and they are difficult 
to find over here hut worth hunting out. 

At a significantly lower price than 
similar models, the D200 offers excellent 
NLQ with boldface and italics. The print 
quality was very good but some of the 
lower case letters have Hat lops and 
bottoms. 

The printer has proper selection 
switches on the front panel and the dip 
sw itches are easily accessible at the back 
Of the printer without having to unscrew 
anything. The serial interface is in-built 
and a mains plug is supplied already 

is the noise it makes: the linefeed is 
particularly claltery and though this could 

actually -ee anything wrong 

In most models the tractor sprockets 
ate "pushers" hut the Smith Corona 
tractors actually pull. With this system. 



manually feeding paper backwards for 
re alignment tends to result in a paper 
iam. I found that this could be overcome 
h\ switching over to friction feed when 
feeding the paper back, then back to 
tractor feed for printing. 

The overall finish of the printer is 
slightlv marred by having a piece of 
acoustic padding crudely stuck onto its 
base: necessarv no doubt, but not very 



I am particularly irritated by the 
handbook which, though apparently 




regurgitations of the same indigestible 
material The contents list is totally 
inadequate and descriptions are skimpy 

The outcome is a printer whose good 
value lor money rating is marred hs a 
very poor manual. 

Micro -Peripherals MP165 

This machine is extremely small and 
compact but behaves in a very pleasant 

Although I was pleased to note a 
switch and accompanying lamp for N1.Q 
mode it seems a little ostentatious to 
include lamps for both Ready and 

One of the dip switch banks is 
located in a little cave at the back of the 
machine where it is easily accessible to 
a pencil but you need a good light or a 
pitman's helmet to read what purpose 
each sw itch serves. Access to the other 
bank of switches can only be achieved by 
unscrew ing the cover. 

The machine was fairly quiet; in 
particular the linefeed made virtually no 
noise at all. Even the paper out signal 
plays a pleasant little tune rather than the 
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those on am ol the other primers. 

The top ewer removes completed to 
give open aeeess lor treeing paper |ams 
or lor genera! niamlenanee hut a hinge 
would solve the problem ol where to leave 
it while work is in progress. The 
smoked-finish w indow makes it difficult 
to see what the printer is doing and I feel 
that the temptation would he to leave the 
cower off all the time. 

The traetor feed pulls the paper 
through the printer. This ean he irritating 
when you have to lose a sheet of paper 

It's advisable to baek teed with friction 
feed set on the uncomfortably stumpy 
traetor friction lever selector. 

Two excellent features are the slot lor 
exchangeable lout carttidges. cunningly 

avoiding the problem ot manipulating 
inconveniently placed, minute switches 
The dip settings are standard r.pson 




mode, condensed lace, perforation skip, 
linefeed on carriage return and several 
international character sets. 



The quality of printing is very high 
indeed Boldface and italics arc both 
available in NLQ mode, lowercase letters 
have properly looped descenders and the 
V has curved armed. 

The two-part handh<x>k is extremely 
good. The Operator's Manual has all the 
necessary information for using and 
maintaining the printer while the 
Applications Manual suggest ways in 
which your computer and primer can he 

Bom booklets are well produced, 
detailed and lucid w ith a meticulous index 
and a tear-off prompt card. 

It's a fantastic machine. I lirsi 
reviewed it in 1985 and was so impressed 
that I bought one. It has served me 
faultlessly since then and was sold in'as 
new' condition when I recently upgraded 
to a laser printer: a tribute to its 
robustness and reliability. 

1 may be biased but I unhesitatingly 
recommend this printer to anyone who 
can afford its slightly higher price. 



Panasonic KX-P1081 

This is another superb value printer w ith 
which great care has been taken to 
achieve ease of use. Three different 
modes of operation can be controlled 
front the main panel: draft. NLQ. and 
condensed. 

The dip switches are ingeniously 
located in a cut out in the base under the 
print head. Its a pity that the cover is just 
a cheap piece of cellophane without 
which the circuitry would gel covered in 



paper dust. 

Lacing up paper is usually a 
ha/ardous and irritating routine on most 
printers. Panasonic seem to have avoided 
this and it's as if an unseen hand grasps 
the paper as it is ted into the printer and 
then guides it into position. With a 
similarly sympathetic altitude towards the 
trials an tribulations of printer ow nership. 
Panasonic's approach to ribbon changing 
makes it an easy and relatively clean job 
to load or remove the cassette. 

Unfortunately, I'm not so keen on the 
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The RIWCO has a lexer which allows 




nhhon selection lexer. The n 
advance knoh is spring -loaded and has 
lo be pulled outwards before il will 
engage. I found Ihis particularly awkward 
and il seems to he an unnecessary 
refinement. On the other hand, the ribbon 

transport selector is essential but the 
symbol panel which indicates the mode 
that has been selected is obscured by the 
casing housing the electronics. 

I only have a draft copy of the 
manual and there appears to be a 
reasonable contents list, plenty of 
explanations of control codes and 
abbreviations hut. inexcusably, no index 
and no indication of the availability of 
extra daisywheels 

Qume letter-pro 20F 




carbon copies, xsith (he print intensity 
sxx itch set at its middle value it could only- 
produce one carbon copy of suitable 



:er craftily prints out 
the next line as it travels back to the left 
margin. Speed tests revealed that the 
printer was close enough to its 
specification of 2<>cps for me lo assume 



bi i 



Further 



csti-alioi 



My prejudice against membrane 
switches was defeated by the type 
included on the main panel of Ihis 
machine. They have an extremely positive 
feel with i neat appearance and the 
presence of a reverse feed sw itch was 
particularly welcome. Not everyone will 
like the awkward way in which this 
reverse Iced switch works hut at least 
there is a reverse drive facility. 

When the switch is pressed once it 
advances the paper by an eighth of a line. 
To advance by a full line the switch must 
be pressed eight limes. This should not 
be the case because the paper ought to 
advance by a line at a lime simply by 
holding the sxx itch dow n. Il does actually 
do this but. after a short delay to allow 
for lingering fingers on a short advance, 
the paper shoots through at a surprising 
rale. With quick retlexes an operalor 



e paper 



The tractor Iced is truly reversible 
and holds the paper just as securely on 
the way in as it does on the way back out 
again. Freedom from the worries of paper 
jams which are normally caused by 
attempting to run the paper back and forth 
through the printer can open up new. 
creative possibilities. Text 
in several columns to give 
similar to these magazine pages by 



xxell made and this rellecls the years ol 
experience which Qume have gained. 
Perhaps it's also Ihis seniority which 
accounts for the lack of any truly 
revolutionary features. Despite tins it has 
to he said that if you want a solidly made, 
reliable machine with top Might paper 
20P 



appearance is the obvious choice 



printing the first column, reverse form J u kj 6200 
feeding, printing the next column by 
TABbing past the first and so on until the 
page is filled. 

The manual caused me a lew 
problems. It i 
hi -directional hut r 
the head would pass across the paper on 
a printing pass and perform a carriage 
return bacl to the left margin. A 



Ihis « 

immediately because it was so easy to set 
up for review and was the quietest ol the 
printers on trial. In tests it performed very 
close to its claimed specifications, 
achieving a speed of 21 cpi and 
comfortably took A3 (unfold paper with 
an inch or so to spare. Even taking the 
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cs it work? Rather surprisingly, it 
it paper selection is critical. The 
t handle thicker 



feed 

paper happily and for the sharpest image 
a thin, high-gloss paper should be used. 

The printer can handle expanded, 
condensed and italic prints as well as 
underlining, superscripts and subscripts. 
There is also a NLQ mode as well as the 



The main 
machine is the appalling paper feed 
system, both in (' 
The very poor i 



frustrating time with the inevitable 
paper jams. Because the paper has to be 
so thin it is difficult to load ami I've found 



it thin acetate works best. 
The printer could not be seriously 
I lor frequent use but it does 
; potential lor providing a lot of 
those with a passionate desire to 
colour printing. 
The price of £173 or less frankly 
reflects the poor quality of construction 
of this machine 



Brother M-;«w 

llrother M-«W 

Canon FWIOHOA 

Citixen 12(H) 

Epson LX 86/KOO 

Juki 6200 

Kaga laxan KPSK1 

Mannesman!! Tall) \// ftf 

Mien » Peripheral* MPUtf 

Okinuie 20 

Oki Mktvlim.—m2 

Panasonic KX I'lOKI 
Qumc U nci pro 201' 

Smith Contra D200 

Still Nl 10 

Triumph Adlcr TRDJ020 



TYPE 


PRICE 


COMMENT 




(£) 




MA 


2X1 


No NLQ Holies, handbook particularly pot* 


MA 


49.1 


Exeellcnt. 1.12 -column printer 


MA 


.149 


Noisy lineleed. no NLQ indicator 


\l\ 


26.1 


Poor NLQ. heav) discounts 


MA 


27.1 


No friction Iced uith tractor drive lilted 


nw 


.179 


A.i iced, quiet, expensive 


MA 


.149 


Canon IOWA clone 


MA 


.190 


Reliability and quality at a price 


MA 




Compact, pleasant, fair quality 


TH 


17.1 




MA 


269 




MA 






DW 


4.10 




MA 


2SS 


Long track record, gtxnl value, poor manual 


MA 


24S 


Robust, wide ranginfi facilities, hois'. 


DW 


.17.1 


A.I feed, robust, good value lor money 



■rb product at 
nl paper feed: 



cartridge interlaces: versatile front panel 
controls: and an excellent, though 
non -indexed, manual At f24S. or less, 
it oilers exceptional value lot money 
In the daisy u heel range, all printers 

ii ere m ell ci mtructed but the >• w cr price 
and wide piatten makes the Triumph 
\dler Rl>7<>2(> the front runnel 
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To the layman, the range of Commodore machines in the 
shops can he contusing. What are they and what can 
they do? 



by Norman Doyle 



M. I the in 



:. You can Mill huv the Plus4 and the CI6 at bi 
pi ices, some mi the ..1,1 m\L- CL'Ss ,,, v Mill around. but'i 

Commodore s inaikciin>j philosophy Imi the (To md 
is not easy to understand. \\ lien everyone else was shou'tin- 
upward compatibility. Commodore deeded lo .,, ,hc„ ,,vw 
Commodore can t have been too happy with the m,i 
apalhv "tilth greeted their new machines The m nil pro 
was not the quality or the machines, in man) ways the 
t. hut that they lacked am compatibility w nh the h 
ill C64. If die Plus4 had been a C64 with advanced I 
and integral lirmwarc business programs, with a cut down 
presented as the CI6. then the addition ol ihe C12S would 
f'" ( "»'"'"U'>re a range without parallel. In short. I he 
,h; " ( '""»"odore could have dominated the home market a. ... 
evpense ol Amsfrad and Sinclair. Unfortunately, this was no 

Despite this apparent error ol judgement, the sales 0 
and Pliis4s has resulted in the development of quite a h 
user base. This phenomenon is due to heavv discountit 
both machines have subsequently enjoyed a relatively lo. 
healthy lifespan. 

Commodore 16 

Based around the 7501 chip, the CI6 has lok of RAM. though 



ilj I2K is available for Basic programming. The memory is 

.pandahle to 64K to make ,. act like a Plus4 without the 
built lirmware business programs. Commodore did have 
to produce an expansion RAM pack but it didn't go into 
iuch praise is due lo Anco who have been 
g their own CI6 expansion cartridge, 
the CI6 measures 40 columns by 2S rows in 
P lxels ln hi-res and 160x200 pixels in 
< mode Additionally, there are two extra split 
!cs winch leaves the bottom five lines in text 
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mode. All these modes are addressable through the superb, 
extended Basic commands. 

There are no sprites in the computer's graphics armoury 
which means that games olien display attribute problems unless 
the moving characters arc multiples of the basic eight pixel 




lot joystick and cassette linkage has tailed problems because 
of the unavailability ol these plugs and the delicate nature of the 
very thin connection pins. 

The cartridge port is also different from that of the C64 
hut this lime there's a very gixxl reason. If anyone was foolhardy 
enough to try connecting a C64 cartridge to the CI6. the result 
would be an apparent malfunclion because of the differing 
internal memory architecture of the two machines. 

By far the greatest strength of the machine lies in its 
extended Basic Version 3.5. This adds about 50 new keywords 
to the original Basic which Commodore had clung to since the 
early PET machines. 

Through the new commands, graphics and sound registers 
can be addressed more easily, the loop structures are more 
sophisticated and error trapping is at last possible. The built-in 
machine code monitor is also an asset. Having been plagued 
by the lack of a C64 internal monitor, this is a feature which 
elicits my envy 

in the shadow ol the (>4 II is si, II ., bargain today at under t'UK) 
but the few software houses who have persevered with CI6 
conversions are now tiring as more and more of the users become 
disenchanted w ith the lack of charisma of the machine. 



Plus4 

Everything I've said about the CI6 is true for the Plus4. In 
addition to all these virtues, the Plus4 has 64K of RAM fo w hich 
a massive 60K is available lor Basic programs. Given that the 
new Basic ROM means more structured and less verbose 
programs than w ith prev ious versions of Basic, the machine 
becomes awesome in its programming potential. 

In appearance, you could he forgiven for not realising the 
close links with its little sister machine, the two computers bear 
less resemblance than the C16 does to the C64. Although 
Commodore intended the Plus4 to ooze businesslike appeal, to 
my eyes it looks cheap and nasty and belies its real strengths. 

An extra port is available on the rear of the machine. This 
is the standard RS232 type of connector which also appears on 
the C64. Through this port parallel communications are possible 
and an adaptor will turn this into a suitable RS-232 link for 
use with a modem. 

The Plus4 got its name because of the four in-built 





program. 

There are two schools of thought on this subject. II the 
programs suit your needs, this is the best machine you could 
ever wish to own. If the programs fail to satisfy you then they 




was decided upon despite most punters (Comnnxlore's included! 

Once all the text has been entered for a document, special 
commands allow lines to he inserted or deleted, the movement 
ol blocks ol text around the document, set the page length and 
the number of lines which will appear on that page, and has 
a function which enables the user to search for a specified word 
and change it when necessary. 

Other commands allow you to set tabulation points, centre 
lines of text on the page automatically, right justify a document, 
and to load, save or even merge another file onto the text in 
memory. 

The database allows each record to contain a maximum of 
17 fields (pieces of information) with a maximum of 38 
characters per field. The maximum number ol individual records 
in a single database is restricted to <M9 but this can be less if 
all of your fields are used with the maximum number of 
characters. 

Once your database has been set up, there are several 
commands at your disposal to help you to sift through the 
information. One of the normal tunctions of a database is to sort 
the information into alphabetical or numerical order and this 
can be done on the Plus4. The main requirement, however, is 
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record number When .1 Jimii-J record is found this function 
can easily be aborted. Search allows you 10 tlnd a specified 
record by allowing you to specify a siring ol characters, such 
as a friend's surname, and the computer will pull this from the 
tile and display it onto the screen. The database also allows the 
user to prim out a report file which only itemises selected data 
from each record. 

The spreadsheet is a fixed frame type, having a matrix 
measuring 17 columns by 50 rows. This gives 850 cells hut only 
a three by twelve block of cells can be viewed at a time. The 



Ls according to the contents of other cells 
Specified by the equation. 

The graphics program is more an extension of the 
spreadsheet than a stand alone module. It is very disappointing 
allowing only bar and point graphs. It would have seemed 
reasonable to have expected a pie chart with the graphics 
capabilities of the machine. Commodore's excuse is that it 
maintains compatibility w ith all printers but surely those ow ners 
ol archaic dot matrix or daisy w heel printers would soon learn 
that some of the graphs were unprintable and that owners of good 
dot matrix machines would have benefitted from extra flexibility. 
C ommodore decided that it was better to penalise all with this 
bureaucratically democratic facility! 

Owners of C64s with disk drives can benefit from buying 
a Plus4 at today's low prices. For less than the cost of four 
applications programs they can buy the Plus4 as a dedicated 
business machine, sharing the C64 s drive. For others, it s not 
such a bargain unless you're w illine. to cough up for a disk drive 
and printer. You'd probably he better off w ith a CI28. 



re effectively. A range of adapted and 
ss programs could also have aroused 
Jsiness fraternity giving second w ind 
.lore must break their arrogant attitude 
luce the machine and then the software 
1 wants to buy a machine that has no 

! not last tor long before the C128D 



been 



and yet it's such a superb machine. Admittedly the 8040 column 
split can be a hit of a pain hut I've known worse situations 

The keyboard is verv professional looking and quite 
comfortable to use. Hacking in data is facilitated by the numerical 
keypad and. once you get used to their'new ' position the function 
keys are easily reached This layout did initaially cause 
probahlems with games using keyboard oyerlavs but. now that 
software houses take this into account, lite isn't so bad. 

The disk drive is a 1571 double-sided drive which means 
belter value for money where disk storage is concerned. 
Although this pushes bytes around 17 times faster than the old 
1541. when your using the machine in C64 mode the brakes are 
applied and it's back to relying on software turbo systems. 

The CI28 could have an important role in a business All 
ot the text in this maga/mc was processed on one and the editor 
loves his CI28D dearly The software base is there but you have 
to look lor it. perhaps another price cut would breathe' new life 



Commodore 128 

The CI28 brought Commodore back onto the right 
system deyelopmeni. I pward compatibility does not i 
you can't run a toatlly different Basic and change the ar. 




have been all that ( 

best eight -hit that Commodore have produced It has relatively 
last disk .kccss and stacks ot memory to play with. The V7.6 
Basic is an improvement on version .V5 and the RGB facilities 
means the best Commodore picture you've ever seen. 

Whal shattered the software houses' confidence? 
Commodore should have more readily put their money where 
Iheb mouth was both lor the 128 and the CP M modes Investing 
capital to get selected, reputable companies to produce a 
reasonable software base would have shown then conhdciKc in 
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Of Mice and Pens 

Computer graphics can produce stunning results, but the 
artist often needs u help in hand. 



Norman Doy le 




or .1 |o\ slick used ill ciui | u in. 1 inn w ill) one ol ihc many graphic v 
programs which arc currently available. 

I sing ihc keyboard is probably (he hardesl way in which 
to create a picture. The use of cursor keys is simple tor straight 
horizontal or vertical lines hut diagonals and arcs are almost 
impossible to create accurately in freehand mode. 

Although most art packages have special facilities lor 
drawing such shapes, there will come a time when the design 
calls lor a spiral or a specif ic parabola w hich cannot be created 
in anything other than Ireehand mode. 

Working Sticks 

l-.ven it lliey own no other peripherals, must computer users have 
a joystick in their collection and this must singularly be the most 
common tool used in graphics 

I hc selection ol a |oy stick is one ol personal choice. I am 
currently using (,)i//< As/ml I m ho which is ideal lor graphics 
because ot the integral fire buttons on the economically designed 
handgrip Spectrin itlffi s design team also had the loresight to 
include rubber suckers on the base of the unit. This means that 
I c .in .UK lii >i il lunik on my desk leaking one hand tree lo 
manipulate the keyboaid selecleil modes ol my graphics package 

there is a less expensive version, the Qlliikshot //. for fust 




Inside the C64. the movement of the stick can be detected 
by reading the lower lour bus ol register 5(,.<2<>. the tilth hit heme 
the tire button detector 

Direction Value 

North 1 

South 2 

Wist 4 

East 8 
Northeast « 
Southeast 1(1 
Southwest 6 
Northwest 5 

lire K 

The easiest wa\ lo read the jovstick from Basic is through 
the WAIT command using ihc form WAIT a.h.c. For Control 
Hon I the value of., is 14? and lor Port 2 Us value is 56404. 

To test for a direction the values of b and c are boih the 
same So to tesi for an upward movement on a |oyslick in Port 
A. a sample program would be: 

10 PR1NTTCLRMOVE JOYSTICK" 

20 WAIT 145 -I KIM (T.I AK I HI-. I'OKI 

30 WAIT 145.1.1 

40 PRINT JOYSTICK UP" 

Although sampling ol the joystick port is possible from 
Basic, a truly reliable program is bcsl created using an interrupt 
routine in machine code to test the Control Ports' stales This 
means that the joy port is (esled sixty nines a second which is 
much faster (hail any subroutine call in Basic could ever be 

Greater Potential 




The Control Ports have nine pins, we know that si\ ol these 

which give access lo a special facility know n as A D. or analogue 
to digital, conversion. 
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+ 5V 


A 


100 k ohm 


POT X or 




POT Y input 






HZ 1mfd 




? GND 


Potentiometer joystick circuit. 



An analogue signal is one which constantly varies, a digital 
one varies in finite sleps The potentiometer joy slick creates an 
analogue signal through a variable resistor (potentiometer) which 
gradually allows more or less voltage to puss as it is rotated, 
rather like a volume control increases and decreases sound. 

Movement on the screen can ho broken down into two 
components, vertical and horizontal. Accordingly, the joystick 
contains two potentiometers ingeniously linked at °t) degrees 
to one another so that the amount of stick movement in any 
direction causes rotational movement ol the potentiometers which 
reflects the degree ol the two components ol the movement. This 
increases and decreases the voltage through each over a range 
from zero to live volls. 

A single byte can store any whole value from 0 to 255 but 
w ilh no decimal places. The voltage must therefore be made to 
trigger the byte to jump one value as every 20 millivolt change- 
is detected. This analogue lo digital conversion is achieved by 
a special section ol the SID chip. The values recorded for the 
horizontal and vertical component can then he used to pinpoint 
a specific position on the screen. 

The external circuitry for this control is shown in Figure 
I but remember that there arc Ivvo identical circuits in each stick. 
These circuits connect through pins 5 (vertical component I and 
9 (horizontal component i on the Control Ports. The pins arc- 
rest position. ^ ^ ■ but re Ne 
trackerhall turned upside clown with two buttons placed on the 
top surface. These two button-eyes', plus the tact that it runs about 




the table w ilh a long-tail" of connecting cable trailing behind, 
earned the unit Us name. Mice can he totally controlled by one- 
hand and frees the other hand for operating the keyboard. Many 
people seem to dislike mice when they first use them hut alter 
a while they find these delightful little creatures have become 
totally indispensable. 

Light Works 

Watching someone using a lighlpen is very like watching 
a traditional artist at work. The sheer magic of passing ihis 
hi-tech wand over the screen and creating an eflecl is impossible 
to describe. Apart from anything else, how docs the computer 
know where to make this mark ' 

Lightpens pinpoint their position through principles similar 
to those employed by the potentiometer joystick and the mouse- 
but each location is derived by a totally diflcrcnt method sensing 

A TV picture is created by a stream of electrons being 
beamed across the screen in a regular pattern of 625 lines la 
raster scan). The screen is treated with a special coaling which 
omits light according to the strength of the beam of electrons 

a reasonable output until the next scan II a sensor is placed 

the scan passes by. 




with a lighlpen and software has to compensate for this with 
Zoom facilities and the like 
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To help software programmers, a sw rich or triyyor of some 
kind is also included on the pen so thai software can he informed 
of the exad moment when a point is to he plotted. This triplet 
is connected through the same pin which is used lor the joystick 
lire hutlon on Control Port A only. 

The Plot Thickens 

Potentially the most useful art peripheral is a graphics tablet like 
the lamed Koala P-.nl Tins ,s another wax that computer art 
can approach ll I It I p id paper approach. Simply 
hy tracing out a shape with a stylus, a faithful reproduction can 
he produced on the screen. 

The pad is crisscrossed with a pressure sensitive matrix 
coyered hy a rugged hut yielding surface. Ideally there would 
L a erosswire at each pixel location hut once again the 



lightpen is Blazing Piddles 



Shoppers' (iuide 



The .U/.Y Mouse fro 

features three buttons and 
Wigmore's produce (I 
includes their Artist M cas 
to lork out an extra £3.50 ft 
function, if the computer i- 
.'i the two mouse buttons it 



the lightpen. this is a lightpen 
software. There's more good nc 
exactly the same as the CM oni 
is excellent value. 

Another package ottering a 
from Date! Blazing Paddles is 
and at E24.99 with a lightpen 



When it comes to potentiometer joysticks and graphics pads 
the range becomes extremely limited. The Koala Pad has not 
been available over here lor some time hut may occasionally 
turn up in second hand offers and should be snapped up 
immediately. Beyond this I know of no other pads specifically 
designed for the Commodore market. 

With potentiometer joy sticks the outlook is not so bleak but 
can hardly be described as rosy' Stack Computer Products 
slock the K«is Analogue Joystick lor only £10.95 and many ol 
the Japanese MSX standard joysticks were produced with 
potentiometers inside hut their leads would need modify me to 
suit the Commodore socket. It's Ivst to stick to the Japanese 
manufacturer's makes such as Toshiba. Pioneer or JVC because 
all of the British made joysticks are standard switch -operated 
types. 

Missing Feature 

Whatevet you decide to buy lor your graphics aid. there's no 
getting away Irom the fact thai you'll have to hux a graphics 



v used like an eight directional. which yi 
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A 

La 

Cart 

It's taken live years but the cartridge revolution is here. 
Now the only problem is to find the one tailored to your 
needs. 

by Tony Hetherington 



M. he Commodore 64 is in a class of 
its own when it comes to utility 
cartridges. The BBC has its ROM chips 

but the C64 owner need only plug 111 a 

cartridge to speed up disk access, add a 
range of useful utility commands, create 
a screen dump, freeze a game to create 
a cheat version or. in my case, take a 
magazine screenshot and dump programs 
from tape or disk onto another disk or 
tape in a compact form allowing you to 
pack more games on one disk. 

Some cartridges contain routines to 
backup commercial software which 
should only be used for personal use. I 
accept the right of an individual lo backup 



evices for software piracy 

Piracy robs the software 
rofits and the programmer, i 
raphic artist of their royalti 



these of a useful utility. 

The current trend towards packing 



game boxes full of booklets and play aids 
may counteract this form of theft and will 
ensure that pirate copies will never be 
quite the same as the original. 

Before we look at the amazing range- 
available I'd just like to remind everyone 
that cartridges should never be plugged 
in while the computer is powered up. You 
may gel away with il once or twice but 
it's a sure thing that your computer and 
possibly the cartridge will come to grief 
eventually. 

Most of these cartridges are available 
from mail order houses and good 
computer shops but some may lake a little 

to thank Microsmps |V7 Scaview Rd. 
Wallasey. Mersey side. 1.45 4QN ) lor their 



Quickdisc+ / Evesham 
Micros / £19.95 

This cartridge provides a LOAD SAVL 

normal 1541 snail's pace plus a variety of 
other utilities. 

The cartridge has a large red reset button 
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the'save and replace' 
Formalling a dis 
simple task with Quid 



drive hammers awav. ', M):di-k name 
formats Ihe \shole disk in jusi 20 secon 
Pressing F7 displays ihe disk direct' 
which can be paused a( any stage- 
pressing Ihe space bar. li s aiso as e 
lo scratch, rename or copy a file or 
validate, renew or initialise a disk. 

Programs that are loaded in at 5-7 
times taster (you won't appreciate this 
until you've used it) can be loaded to a 
file address or into Basic where it may 
even he autorun. 

II you've got a disk drive and you 
can't afford something like Dolphin DOS 
then you might like lo pick up a copy of 
Ouickdisc + . 

The Final Cartridge / H&P 
Products / C39.00 

The Pinal Cartridge has a freeze utility 
that can backup software and generate 
screen dumps. Basic extension commands 
such as DLOAD and AUTO, software to 
support Centronics interfaces, 
preprogrammed function keys. 24K of 
extra RAM and a disk or tape turbo that 

When the CM is sw uched on or rev.'! 



Ihe fast loader scene, will relish the tape 
turbo that can save a program in memory 
through Ihe normal tape commands but 
then reload it ten times faster than the 



The frce/er stops a running program 
so thai you can you make backup copies 
m a compact form but you'll need to use 
the cartridge lo load them back in again. 
When you reload the program it restarts 
from where il was when it was Iro/cn so 
it's important lo freeze ihem al a 
convenient point such as a menu screen 
While a game is frozen you tan also 
disable sprue lo sprite or sprite lo 
background collisions. This may slop 
alien missiles from killing you and give 
you a chance lo gel further through the 
game or il may slop um from killing 
them'. Il all depends on how the 
programmer wrote the game Well, you 
didn't expect cheating to be thai easy, did 



GOTO and GOSI H com 
line numbers. DEL dek 
program lines. FIND lis 



appears HELP highlights bugs when 
testing programs. With APPKND and 
DAPPEND you can add routines into 



The Expert cartridge is probably one of 
the most comprehensive cartridges 
available. Because the internal chip is 
RAM rather than the usual ROM. it can 
be readily updated to cater tor Ihe latest 
programs simply by buying a new disk 
lor a fraction of Ihe original cost of the 



As soon as you see Ihe Expert you notice 
something is different because it houses 

a reset hullon. a three was switch marked 




tf'" 
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ON. OFF and PRO. an it -all-else-fails 
button and I.F.D 

Much ol the Kxpert disk contains 
files that either contain the information 
to transfer a difficult or multi-load game 
or oiler routines to add extra lives and 
other cheats before making a backup. The 
saved backup is then compacted so you 
can get 2 or 3 games on a disk which each 
reload within 30 seconds. 

The disk also contains a lull monitor 
with a printout facility and a series of 
utility routines including ones to alter, edit 
or disable a game whose sprites may be 
of particular interest. 

A lot of games use sprites which arc- 
animated to create the movement of 

to maul you. The Sprue Extractor routine 




which usually kill you but this may also 
block the effects of your firing back, 
leav ing you helpless. 

The hi-res grabber and picture saver 
routine can be used to grab any frozen 
hi-rcs screen and save it to disk. This 
saved screen can then be converted by 
another utility into a Koalapad formatted 
screen and edited and printed as normal 
However edited hi-res screens cannot re- 
loaded back into the original game. 

If the cheat files don't work or there 
isn't one for the game that currently loves 
you, then the method may be listed in the 
cheat machine section which describes 
how to freeze the game, list the code and 
alter the relevant lines. This cheating aid 
is just one function of the Expert's lull 
machine code monitor which is 
completely invisible to the user and can 
be used over the full 64K of memory. It 
can be used to access both Basic and 
Kernal ROMs and it's typical functions 
arc to inspect a program, alter a program, 
to list any part of a Basic program, to 
write a machine code program, as a hex 
to decimal convenor and to search for 




data, addresses or text. 

Cassette users can gel a special 
version of the Expert. It's the same- 
cartridge but is programmed from a tape 
which includes tape to tape transfer 
utilities. 

leading from disk or tape each time 
you power up may sound laborious but 
it only takes a few moments and allows 
easy and inexpensive updating. 



The Freeze Machine / 
Evesham Micros / t28.95 




menus for Freeze Frame Mk V and Lazer 
Mk II both of which have been brought 
together on this cartridge. 

The Freeze Frame menu allows you 
to turbo load and save some commercial 
programs as well as your own 
development programs in a fraction of (he 
normal time, typically 20 to 40 seconds. 
This may not sound like a great time 
saving but can make a big difference to 
a program such as a word processor or 
database which is used everyday. You'll 
realise the difference if you ever have to 
load them at normal snail's pace after 
you've been using the cartridge for a lew 
weeks 

Freeze Frame also includes a (lame 
Killer utility to disable sprite to sprite and 
sprite to background collisions plus 
utilities to last format, initialise and 
validate a disk, display the directory and 

The Freeze Machine also includes 
the l.azer II system which saves frozen 
programs as USR tiles that can be loaded 
back in 18 seconds or less! Lazer files 
can't be scratched (the whole disk must 

disks could become cluttered with 




programmers who need to save 
development programs in seconds hut 




they will miss the machine code monitor 
facility which is supplied in most of the 
other cartridges. 



Action Replay / Dosoft 
C29.99 

Action Replay combines any combination 
of disk and (ape transfer that you can 
imagine. It is also capable of backing up 
multi-load programs and has a sprite- 
controller, lastloader. code inspector and 
picture save utility. 
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The backup utility is easy to use and 
produces a compacted, last loading 
version ol any Iro/cn program I he linal 
copy usually occupies 220 blocks, so 
three games can he compacted on one 
Jisk ami reloaded up to live nines fastei 
than normal b\ flicking the fastload 
switch on the caitridgc 

Hie Sprite Controllei allows sou to 

disable sprite collisions and save, edit and 

Vn) multicolour hi res screen can 
he tro/en. grabbed and saved lodisk and 
brmaned lor the Koala Pad or Bla/ing 
Paddles graphics packages and then they 
can he edited, mixed w ilh oilier graphics 




Mother Ix>ad 



With all these Cartridges around you ma> 
well Hod yourself plugging anil 
unplugging (hem from dawn till dusk. Il 
won't be long before the cartridge port 
starts to wear out with all this activity so 
why not invest in a motherboard lor your 
cartridge slot before it's too late? 



Cardboard 5 / Precision 
Software C30.39 (plus 
VAT) 

This board has slots lor five cartridges 

required. A fuse and a reset button should 
prevent any mishaps and a hank of LKDs 
lor each slot shows you which cartridge 
is currently in use. 

Datel Motherboard / Datel 
Electronics / C16.99 

T he Datel Motherboard has three slots for 
cartridges, a salctv fuse and a resel svv itch 
but no LED indicators. 



Evesham Motherboard / 
Evesham Micros / C28.00 

vaiictics. One has lour vertically mounted 
cartridge slots but the other only has three 
with a handy through socket to lit a 

Stack Motherboard / 
Meedmore (Distribution) 
t28.00 

A four-slot, switchable motherboard 
with an optional modem slot facility. 
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Fixtures and 
Fittings 

A plethora of peripherals arc available for all manner of 
Specific jobs. Can you afford to be without them? 



By Tony Hetherington 



Some add-ons and accessories can'l 
cavils he categorised. They're not a disk 

but they're just as useful. For example. 

environment without a stand to put it on 
with paper stowage underneath if How 
are you going to play a game without a 
robust joystick or salely store your disks 
w ithout a disk box? 




efficiently back up tape data Rles; or keep 
things generally running smoothly, and 
you base the measure of the range of 
auxiliary equipment available. 



INTERACTIVE DEVICES 

Interactive devices include any lorm of 
joystick, mouse or related device. 
Beginning with the essential joysticks 
themselves, there is an incredible choice 
for the potential buyer. 

Matching the right joystick to the 
right type of game is essential as the 
wrong stick could cost you that high 
score. As a general rule you get what you 
pay lor: a higher price generally means 
a faster more responsive stick with a 
quicker and more accurate means of 
gauging movement. As well as this the 
higher price range often brings 
refinements such as shaped, ergonomic 
sticks frequently with extra lire buttons. 




Economy Joystick . 
Suncom . C5.99 




games Having said that. Suncom is 
prepared to ofler a one year guarantee and 
you can bin replacement switch boards 
when the bubble sw itches eventually wear 

bodies long before the switches tailed. 

The Economy joystick is also 
available from other sources but at a 
variety of prices as it was tirst introduced 
as part of the Atari VCS \ ideo game 
svstem It's a basic joystick at a basic 




Slik Stik . Suncom . £6.99 



to sav that it's small! A curved base makes 

lor an easy grip. There is very little play 
in the stick The distance the stick is moved 
to make a contact making it ideal for rapid 



Starfighter . Suncom . 
C9.99 

The Starflghter is described as the 
'ultimate joystick' but is little more than 
an updated version of the Slik Stik w ith 
a column handle. Commodore PC owners 
should also note that there is a 
Slurlighter IBM version that features 
an extra lire button and a 124.99 price 
tag. All versions carry a two year 
guarantee. 

TAC 2 . Suncom . C10.99 




TAC 3 . Suncom . £12.99 

The TAC 3 reshapes the micro switch 
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., pist, 



Handle 



and three lire bullous Two buttons arc 
on either side of the base anil the other 
on lop of the handle. If you still can't hit 
the target with three buttons then the 
joystick isn't your problem! 

TAC 5 . Suncom . £13.99 

The lop of the Suncom range, the TAC 



where precision is the key 

Speedking . Konix . 
£00.00 

Shaped to lit snugly in the right hand, the 
Speedking has a small, i "' 



IconTroller. It's a mini joystick that sticks 
onto the right-hand side of a C64 or 
CI28 keyboard and plugs into either 
joystick port but has a second nine-pin 
port and consists of a mini stick and a 
shaped lire button. 



Magnum . Mastertronic Ltd 
. £12.50 



shaft 



ith . 



Its 



designed to 111 neatly into the hand so that 
the index linger hovers over the lire 
button. If il doesn't lit your hand then 
look elsewhere, if it does lit then it will 
give reliable service. It's up to you to do 
the rest 

This is one of the lew joysticks 
currently being produced with a 
CT6.Plus4 connector. 

IconTroller . Suncom . 
£19.99 

Users w ith more serious applications in 
mind and who only need a joystick to 
select icons, for example in GEOS. w ill 
appreciate the smart approach of the 



AMX Mouse . Advanced 
Memory Systems . £69.95 

The AMX mouse is the deluxe model of 
the Commodore mice and features three 
buttons which makes it ideal to use with 
the Stop Press desktop publishing 
software. 



Xeos Mouse . AMS . 
£27.95 

Bundled with 64C or available separately 
w ith tape or disk driver software the Ncos 
he cut price version offering 
buttons and little software 





Load-It . Load-It . 
£19.95 £ 7.95 kit 



effective answer to most loading 
problems. T hese problems are usually 



the program has a slightlv different head 
alignment than your dataselte. This is why 
you might be able to load the game on 
your friends computer but not your own. 

The Load It device replaces the 
head alignment screw with a knob that 
can adjust the position of the tape head 
azimuth alignment: a graduated scale so 
you can note the sellings that work for 
your favourite games and a pic/o electric 
speaker so you can hear when you get the 
clearest signal. II the tape still won't load 
then the chances are that it never will 



Dolphin Dos 

Micros " 



Dolphin Dos is quite simplv the disk 
operating svsicin thai Comimxioie should 
have installed in the CM and the CI2X 
II you're confident about desoldermg 

not then get someone else to do it lor you 
because you could cause a lot ol damage. 

Once it s installed, both in your 
computer and the disk drive, you can 
switch Dolphin Dos on and oft from 
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..perilling s; 
block progr 



switches on bolli mills and have a parallel 
n that can load a 200 
In just 5 seconds! 
Dolphin Dos can also save and verity 
a 21K) block program in 10 seconds, 
formal a blank disk in 20 seconds 12 sees 
without VERIFY and speed up the 
loading and saving ot sequential and 
relative tiles by up to X times the normal 



1541 s 



Mil's 



pressing RUN. STOP becomes the 
equivalent of LOAD "£".8.1. SAVE and 
REPLACE. Dolphin Dos style, works 
faultlessly and programs can be loaded 
from a disk directory or listed on a printer 
at the press of a key! 




Head Cleaner . Suncom . 
£5.99 

This is the disk equivalent of an audio 
tape head cleaner. The cleaning disk and 
bottle of solution is enough to spruce up 
your drjve head 15 times and helps to 
reduce read errors and. in had cases, w ill 
avoid physical damage to your disks 

Amiga ow ners will be interested in 
the 3.5 inch version thai costs slightly 



The Notcher . 
£4.99 




this means is that a single sided disk is 
not guaranteed lo work on both sides, 
although most do Obviously, it's essential 



tly sensible since your drive might 
out ol alignment that it can't load 
! The kit can quieten two drives 



1541 F . 
Evesham Micros . £39.95 



The performance ol any mechanical 



speed will vary outside the sate limits and 
possibly the alignment will drift. 
Correction is relatively simple but may 
cost over £30 

Evesham's Physical Exam is a high 
quality product which will detect all types 
of error which may occur w ith the disk 
A cassette tape containing one short drive. Alter Us lirsl use the kit will have 
ulililv program, an instruction card, two paid for itself and alter that you'll be in 
washers and two metal clips may not seem pocket. 



1541 Quiet Drive Stops . 
Evesham Micros . £4.95 




Disk Couplet 
M icrosnips 
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Supplies box capacity 50 disks - £7.50 
and Micromcdia box capacity 100 disks 

dl.HK 

Alarmed Disk Box . Inmac 
. 1239.95 



Diskit . Suncom . 1217.99 
- 1225.99 

The diskil scries is a range of disk boxes 
complete with a classy roll top lid that 
sw mys right over when you open the box 
and won't tall on your lingers. 

Diskits come in either single or 
double boxes that hold 60 or 120 of vour 
5.23 inch disks. Both types have an 
optional lock, hence the range of prices 
The had news is that they are 
tlatpacks and have lo be 
n you keep your cool and die 





£19.99. The Papermale costs £10.99 and 
is a pair of printer stands which lit almost 
all printers. 

A paper tray which will clip on the 
back of any w ire Ira 
just Suncom's adds 



position of two switches. 

Once installed the Printer IV is 
compatible with all software and will 
print your text nut in either Descender. 
Eclipse. Scribe or Future el 



latest burglar proofed disk box It features 
a built in movement alarm that screeches 
at 9X decibels lor 15 seconds whenever 
somebody tries to move it. 

IN PRINT 



Printer Stands . various 
makes . 126.99 - 1219.99 




Swivel Bases . various 
. £15 - 1215.90 



Swivel bases or monitor stations are 
rcvoloving and tilling platforms that allow 



the directly at you w hcn'vou look at it. taking 



Micromedia's printer stand is made 
to fit all 80 column printers and is built 
from 5mm clear perspex and costs £19.90. 



Printkit IV . A* ___ . 
Technology . 1230.00 



Suncom's Monitor Station £15.99 
supports monitors with a screen si/e tip 
to 14 inches and has a locking action so 
sou can keep the right setting once you've 

Micromcdia has a choice of two sizes 
iif swivel base one for 12 inch monitors 
£ 12. (X) and a larger one for 14 inch 
screens £ 15(H). 



Disk Boxes . various 
makes . 127.50 - £11.70 



modes arc added as well and Printkit 
•.needs up the printer's operation 

Printer IV . Datel . 1219.99 



ROM for the MPS80I primer that 
prov kfes the user with lour new character 
sets that can be- selected by setting the 
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Heavy Metal 
Hardware 



//' music be the food you love then rend ( 



M. he Commotion: 64 ami I2S may have and bcltci 

the best sound chip of any eight bil w i( 

computer but this doesn't make cither ol cot 
them the ultimate music machine There 

may come a time when you gel a touch (IN 

of the Oliver Twists and decide that you FV 



sounds thereby opening up a 
miinnxlorv Sound fc\pandvr 



ii the potential 
95, the FM 
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Maker 12X (£24.99). These both contain 
the Music Keyboard Overlay and 
programs which help you to play and 
record using the SID chip as the sound 
source. Both sets contain ten preset 
sounds and you can record tunes using the 
Sh\ has_\ l'ki\ Sequencer and play them 
back with or without rhythm backing. 

It this idea appeals to you. you can 
also buy three Playalong albums tor £9.99 
each: Popular Classics. The Beatles and 
Pop Hits. The albums include a disk or 
cassette and a music book with hints and 
lips about playing. 

The .Sound Studio ( £14.99 1 is 
subtitled "a Professional Synthesiser and 
Recording Studio". While I doubt it even 
Trevor Horn could make a hit record with 
it. you do gel a prettv good introduction 
to both the SID chip and the recording 



[Tie 



d the 1 



sampled sounds you need to store lots of 
bytes - and that means you need lots of 
RAM. How useful to have a computer 
such as the Commodore with lots of 
RAM waiting for bytes to be stored in it. 
Despite this, you still have to trade off 
available RAM and sound quality. 

Jargon time I'm af 
with sampling you'll hear terms such as 
sampling rate and bandw idth. Put simply, 
the larger the bandwidth and the faster trie 
sampling rate, the better the quality of the 
sample and the more RAM it will use. 
Most samplers let you alter the sampling 
Kite so you can choose the optimum value 
for the sound you want to digitise. With 
speech, for example, you can often get 



y prett 



The Synthesis 
rundown on sound, pitch, timbre, 
volume, vibrato, portamento, ring 
modulation, synchronisation and SIDs 
filters. 



sockets with feedback control. 

You can alter the sampling rate (the 
trade off), mix samples, play them 
backwards and loop them. It has ring 
modulation and echo facilities. t<x>. The 



can be split into eight sections so you can 
store eight samples in memory at once. 
~ zes can then be recorded and saved 
>ugh a simple sequencer. 

Samples can played on the QWERTY 
Keys and the package is MIDI compatible 
- try Datel's own MIDI interface. 

The top Commodore sampler is the 
Microvox Sampler available from 
Supersoft at £229.95. Soft 



a Pro v 
available on t 
£70.00. Botr 
compatible. 

sampling rate- 
edited by plac 
editing points 
through comp; 



n with e 



using the Keyboard Overlay, using a 
MIDI interfaced keyboard or from the 
Sound Expander's Key board. See how it 
all ties up? 

Everything mentioned so far is 
available from Music Sales, although 
many other shops and mail order firms 
also slock them. There is a special 
package called the Commodore Music 
Expansion System which contains the 
Full-size Keyboard. Sound Expander 
and Sound Studio, all for £149.99 - a 
saving of £44.98. Shopping around could 
save even more because the CME System 
has been advertised for less than £80 



Sampling Sounds 

A sampler is a device which "listens" to 
a sound and converts it into by tes stored 
in the computer's memory (a process 
known as digitisation). The problem is 



The Commodore Sound Sampler 

It gives \ou 1.4 seconds of sampling time 
at 20kHz which means pretty good 
quality. You are then given a graphical 
representation of the sound which can 
then be altered in several simple ways. 

Four short samples can be stored at 
once and played back on a I 



The Sound Sampler is MIDI 
compatible (although a MIDI interface is 
not supplied) or it can be used with the 
Keyboard Overlay. 

Datel also have their Sampler which 
works out a good deal cheaper at £49.99. 
A microphone is also supplied with this 
package and it has MIC and LINE-IN 



pilches Special cllccls include echo with 
variable delay and a harmoniscr which 



fascination which seems to cut across the 
musician/layman divide. Percussion 
instruments are also amongst the easiest 
to sample - on a limited memory system 
anyway - purely because they are short 
(often around a tenth of a second 
duration) and don't have a large harmonic 
range. Cymbals are an exception, having 
a surprisingly wide harmonic range for 
such a simple instrument. 

Datel's Corn-Drum at £29.99 
store eight pre-recorded drum 



ntis ii'. 
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memory at once and the output can be 
channelled through your TV or your 
hi-fi system. It comes with three separate 
drum kits with some sounds being used 
in more than one kit. The quality is quite 
good, bearing in mind the price and 
considering that you'd pay over £200 for 

beats per pattern in 4 4 time or 24 beats 
in 3 4 time. The program can store eight 

chained together to torm a song. There's 
an external sync facility for linking 
through to a MIDI interfaced synthesiser. 
The standard Com -Drum software 









supplied but 


vith theCom-Drun 


F.ditor 


(£4.990) you 






to produce n 








already have the 


Datel 


Sampler. you 


can buy the Com 






se with it and tur 





sampler into a drum machine for £9.99. 

Slightly more comprehensive and a 
little more expensive at £39.95 is Rhythm 
King from Supersoft. The basic package 
contains two kits of eight drum sounds but 
additional kits are available. You can 
record in real-time or step-time and you 
can play more than one sound at the same 
time. Up to 64 drum patterns can be 
stored in memory and combined to form 
up to 16 songs. 

There are keyboard and joystick 
options for creating the patterns and the 
editor is fairly easy to use. When you're 
satisfied with your composition, the 
patterns and the songs can be saved for 
recall at a later date. The Commodore 128 
version of Rhythm King runs in 40 
column mode. 

This drum section would not be 
complete without mentioning Firebird's 
MieroRhvthm. Although it s purely a 

played through the TV ? or VDU monitor 

and loading sounds so perhaps Firebird 
are planning to release other kits in the 



Stereo Split 

If you want to hear SID. sampled sounds 



or any thing else that emanates from your 
computer a little more clearly, you could 
take a look at the Sound Splitter from 
Trilogic. 

The basic version costs £29.95 and 
gives you a two -channel stereo effect 
plus reverb. A lead is supplied for 

For an additional £5.00 (ie. £34.95) 
the Sound Splitter* gives you a built-in 

headset) plus balance and volume 
controls. That should keep both you and 
the rest of the family happy. 

MIDI Interfacing 

have heard of MIDI In case you haven't. 
MIDI is an acronym for Music 
Instrument Digital Interface. It is a set of 
digital messages agreed upon by musical 



editing. Digital synths arc notoriously 
difficult to program because most of their 
parameters arc figures, a voice editor can 
give you graphic displays of these 
parameters to aid programming. A library 
system then permits you to store voices 
on disk and this librarian feature alone is 
usually worth the price of the program. 

Most Commodore MIDI interfaces 
plug into the cartridge port and one 
manufacture's software may be 
compatible w ith another's interlace. Note 
this point well: compatibility cannot be 
guaranteed and the safest course of action 
is to use one manufacturer's interlace and 

to try it with your own MIDI interface" 
In ihe interests of showing the range 
of MIDI software, the following list is 
necessarily brief but most companies w ill 




upply further details about 



intruments to communicate with each 
other. This communication takes place 
via three types of MIDI socket so you can 
daisy -chain together a number of 

MIDI really conies into its own when 
used w ith a computer. Sequencer software 
enables you to store compositions in the 
computer in the form of music data. Good 
quality software w ill allow you to enter 
musical notes by either of two systems: 
you may be able to record in real-time 
('live' as you play ) or enter music one note 
at a time in step-time. The music is 
stored as a series of numbers so it is far 



recording. Tricks can be merged and you 




MIDI can also be used for voice 



Soft Choice 

Four names, familiar to most MIDI 
users, arc now conspicuous by their 
absence from the British marketplace- 
Sequential. SIFX. Steinberg and Dr T 
Sequential still have no UK distributor 
and they don't seem to be particularly 
interested in getting one. Steinberg and 
Dr T are no longer distributing 
Commodore MIDI products although you 
may still see their products in some shops. 
SIEI have now closed their doors for 
good although you may also come across 
some of their products occasionally, and 
mention is still made of their interface 
which was something of an industrial 

Although Cheetah Marketing don't 
produce anything specifically for the 
Commodore, they do stock several 
inexpensive keyboards which arc worth 

P They have four MIDI Muster 
keyboards: the basic MKS (£99.95). the 
MKSIl (£199.95) with pitch bend wheel 
and patch change buttons, the MKSV 
(£247.95) with a velocity -sensitive 
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keyboard and the A/K7W i £399.95) wiih deals a( Christmas and at Usei Shews, s 



MPS Digital Drum Machine at £1 
and the A/.SA .S>nf/i Module at £2 

w hieh should he appeal ine in the 

C-IjiI) produce their own Into 



.IMS KMS 2H Interim 



Interlm c costs £79.00 or you can buy one 

M//KT /Mil \<-</l«7H'<T ' li-> 

real -time input but you can also record 
in step-time. One major screen shows all 
\our options hut lor editing vou go to the 
MIDI Event Editor which gives you 
access to the bits and bytes of the MIDI 
protocol. It's one of the best - regarded 
programs on the market and fairly easy 
to use. 

A recent release from C-Lab is a 
16-lrack score -writing package called 
.Score Track (£210). 



MIDI THRU, three MIDI OUTs and at 
external CLOCK-IN. 

The I2-Track Recording Studio v 



impler. 



e then 



that it is compatible w ith 
software (JMS. SIF.I-. the Advanced 
Music System and Jorethl. Always check 
with your software supplier to make sure. 
Klectrn.Music Research are 

Commodore o4 interlace costs £79.90 and 
they also produce a link box called 

k (£34.95) with one MIDI IN 

MIDI THRU sockets lor 



The Sequence Chain Program 

i £19.95 | allows sequences to be linked to 
produce changes in lime, signature and 

P The Scorewriter ( £79.95 ) comes on 
P.PROM and contains three ptogiams the 
12 -track Recording Studio, the Sequence 
Chain Program and the Score-writer itself. 

The package produces a hard copy 
of your music, including the lyrics but you 
may have a lot of setting up to do to gel 
the results you want. The manual could 
be better but the printed notation is very 
good. 

The Si\Track Sound Editor at a 

mere £I().(K) is a voice editor for 
Sequential* SixTrack and MAX 
polysynths, 

" JMS also have a very simple OX7 
Voice Editor for the Yamaha at £19.95. 
Joreth's eight -track MCS (Music 
Composer System) .a £225 includes then 
professional Al .25 interlace Hie software 



glim 



top — tii 



'rngnimmer (£11.85) 
m key (or even no key 



ore pi n 



lality Casio CZ voice editor 
which includes features like envelope 
copy and time scaling can be found in 
the CZ lone Editor ( £44.85 > . Voices can 
be stored on disk which saves a fortune 
on RAM packs. 

If the ability to link, loop and repeal 
up to 128 sections of music w ith minute 
precision is important to you. the Linker 
System is a suitable extension of the 
real-time part of the MCS at a cost of 
£94.90. 

System 7 (£79.99) is a voice editor 
for Yamaha DX7 and TX7 synths which 



naming of your own hanks of 32 voices. 
The system has lots of facilities and comes 
with 320 pre-programmed sounds. 

All Joreth's programs can run with 
other interlaces although their men AL25 
is a very impressive device complete wih 
comprehensive synchronising facilities 
and is worth considering as your first 
interface. Because the AI.25 plugs into 
the user port, software from other 
companies is unlikely to work with it 
but the Joreth range is > 



i -ample MCI. that yoi 



olhei 



ui/jiiiiiJLiiuimi.iu.Yi 



I no punch outs though'. Hack meiging 
and transposition. 

EMR often have special package 
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drum machines A version with tape syne 
is also avaailahlc al £149.00. 



Something of a mit) is Passport's 
Music Shop tor MIDI (£80.00). Notes 
are entered in step- lime on a stave in 
traditional notation and the program can 
produce a printout of your piece at the 
end. it is very easy to use but much of 
the MIDI exotica is not supported, a tact 
which will not worry many users but 
should be borne in mind. It works 
superbly with imilti timbral instruments 
such as Casio's CZ. synths. This package 
tonus a very easy introduction to MIDI 
and represents good value for money. 

Eight track sequencing is ottered bv 
Master Tracks (tWIi with real- and 
step time facilities Step-time options 
include full MIDI note and data editing. 
Notes are described as name plus octave 
number, eg. O. Song mode lets you build 
up a song from pre-recorded sequences 
and overall it is a very flexible program. 

Passport also have voice librarians 
(no/ voice editorsi at £45.00 each lor the 
Yamaha DX7. Roland JX8P. Casio CZ 
series and Korg's DW sy nths. 

Also available is the MIDI Plaver 
(£65jOO) which stores up to eight songs 
or arrangements on a disk and produces 
a sychronised video display on the screen 
during playback. 



THE MUSIC SYSTEM 



.- = 


1 * ••• 1 


1 III II 







Kainbircl Software's Advanced 
Music System (£39.95) ,v designed t„ 
help you get the most out of the SID chip 
hut it also includes a novel MIDI nnxlulc 




Well start with their MIDI 
interlaces. The standard interlace al 
154.00 has one MIDI IN and two MIDI 
OUT's. while lor £92.00 you can have one 
with sync facilities 

To ease newcomers into the world of 
MIDI. Sonus have an introductory 
program called Classtracks (£54.00) 
which actually won a software award in 
the USA. it is basically real-time 
oriented but with some step-time 
facilities It has eight tracks plus 
comprehensive editing capabilities and 
the program includes several demo songs 
and is very easy to use. 

The biggie in the Sonus catalogue is 
the Super Sequencer i £113 X5 1 and there 
are separate versions for both the 64 and 
the 128 to take advantage of all available 
memory. It can hold 16 sequences over 
light tracks and contains a 
system -exclusive librarian lo save, lor 
example, an entire bank of DX7 voices. 
It has many editing facilities and with the 
128 version you can use your keyboard's 
modulation wheel as a volume control. 

Personal Musician 64/128 (£69.00) 
has file compatibility to the other Sonus 
systems and is designed lor new MIDI 
users. The package include) all cables and 
a MIDI interlace 

used to perfect your recordings. With it 

Sequencer and perform elaborate event 
and range editing on them. Features 
include the removal of patch changes. 




information. You can also unbounce' 
extract information from a channel and 
put K on another (rack, clever stuff! 

VTidHech 64 (£69jfJ0) is a monitor ot 
system -exclusive librarian program. You 
can view, manipulate and save MIDI bvtes 
as they are transmitted from any MIDI 
instrument. It includes MIDI filter, 
trigger functions and a prefix send 
capability liir initiating system exclusive 
dumps - more hi-tech talk but hackers 
will lind it very interesting indeed. 

I haven't seen it yet but Scorttntck 
(£155.25) promises to be worth a close- 
look (the final version should he ready bv 
now). One of the main functions available 
is the ability lo printout the scores in 




£6.00 plus £1.50 post and packaeme 

OX TX 7/216/816 Design (£92.00) 

DX-TX Digital Disks (£40 251 

containing IS banks of sounds 

TX81Z Design (£92.00) 

DX21 27 UH> Support (£109.25) 

RXII 21 Librarian (£34 50) 

Hi 01 Design (£92.00) 

Casio Programmer Librarian (£69.00) 

Casio Digital Disks (£34.50) with 10 

banks of sounds 

Sonic Editor for the Ensonic Mirage 
(£69.00) 

Sonic Editor tor Sequential Prophet 
< £69.00) 

Summary 

A computer can help the less proficient 
musician produce technical and complex 
pieces which would otherwise be beyond 
his ability (I lake advantage of this aspect 
every tune I plug into a MIDI program!) 
It can serve as a compositional, 
arrangement or musical leaching aid and. 
of course, it can be used just for fun. 
Primarily. I believe music should be 
enjoyed and the Commodore certainly 
gives you plenty ol options YVhcthci 

novice, there's ., package somewhere lo 
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Life 
in the 
Fast Lane 



Turbo charging your snuil paced peripherals opens up a 
wide and confusing world of cartridges, tapes and chips. 



by Norman Doyle 



ommodore's tape anil ilisk systems 
arc probably Ihe most reliable available 
nn am niicrcKompuIci bin they aie also 

the slowest. In my old VIC 20 days this 
wasn't loo mueh ol a problem with only 
a lew kilobytes of memory lo fill but even 
with Ihe CICi loading can lake a l-o-n-j: 

The software houses solved this «nh 



games lo be transferred onto disk or tape, major chip compon 



is Disk Express and flash! wind 



Dalel and HM> sie/ed iIk 
opportunity to snap up these 



ISMI 



products ami launched them on the British 
market. In many cases the popularity of 
these products was no! iiist because of the 
fast loaders and savers hut the back-up 
facilities which allowed commercial 



.hip could then 
I to take the new 
assembly. The 



e computer lor several weeks until a 
placement ROM could be acquired 

Inside Ihe disk drive the problem was 
>( so dramatic, l or many years all the 
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.Kin. ill-, speed up ihc it 



Just us ihc HOME kej moves the cuisor 

screen, so (he new system allowed 
arevcrse' homing of (he cursor to the 
bottom right, jumping to the end of Hues 
and erasure ot large areas of the screen 



The most radical disk turbo system 
thai I saw was Tiirbo 64 from Cockroach 
Software of Australia. This took over 
the normal disk storage system and 

requirements. Unfortunately this does not 
help when a commercial disk is acquired 
and it has no turbo of its own. It's far 
better to get a system which accepts the 
disk storage system on the 1541 hut ups 



Today's Turbos 



>n these days is turned 
,> stems which. .11 best, 
increases of up to 25 



reading advertisements, the staled speed 
benefits always lake the optimum condi- 
tions into consideration. As a general rule- 
always halve the advertised ratings to get 



Next in line was a cartridge based 
utility from Robtek. The Robcom series 
could be used by the nov ice simply by 
plugging one ot them in. I'op ol this range 



ly the user gained 
extra, very useful Basic wedge commands 
which allowed programs in be merged, 
■low run with a TRACE facility, and 
listed in a page svsiein one screenful at 
a tunc I here was also a simple monitor 
to assist machine code programmers to 
develop and check their own programs. 

Unfortunately (he one. ...surmount 
able drawback ol this xvxicm was the tact 



Routine changes 



Before moving on to the next block, the 
system re-records the previous block to 
insure against (ape dropouts corrupting 
Ihc data. This means that each program 
is effectively recorded twice to ensure 
reliability. 

Simply by stripping away the 
structure of the tape svsiem over 5(1'. of 
(he normal loading and sav ing time can 
be achieved. For many loaders (his is 
increased (o a greater degree by cutting 
the lengths of the pulses which form 
theVforsc code' used to record the data. 
This increases the concentration of data 
per inch an tape but does make it more 
vulnerable to lailure. 

Ihc tape speeds achieved with a 
well - designed turbo now equals that 
achievable with a disk drive load 
Accordingly, the lape recorder must be in 



d plavha 
led and Ihc 



A/imatv MUX) from Evesham Micros 
ways. Either the baud rate (the speed at 



on cartridge. Unlike (he Robtek cartridge, 
this new generation is virtually inv isiblc 
to the system. Rather like an electronic 
iceberg, the lip of (he system only 
protrudes into a few bytes of the C64s 
internal memory. The main pan of de- 
program resides externally within the 
cartridge, totally undetectable. 

If its a no-nonsense turbo-disk 
operating system that you want then it's 
still possible to buy Ouickdisk + from 
Evesham Micros. The Quickdisk+ system 
offers a basic operating system, giving 
five to seven times a speed increase, 
whose commands are similar lo the DOS 
wedge supplied on the demonstration disk 
which comes with the 1541. 

This system eliminates the necessity 
lo ty pe in OPEN commands to read error 
channels or issue c 
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replacing this complex and time 
consuming syntax with a single keypress, 
li also lias' a facility for listing the 
director) onto the screen, a simple 
C entronics printer driver and a help menu 
lor onl) £19,95. 

Datil have a cartridge to compete 
with the speed of Qutckdisk » Called 
Diskmate U, ii not onl) has ■ more 

attractive puce at just 114.49. hut also has 
a wider range ol functions including 

excellent Free/v Machine which 



cartridge This reduces the program to the 

minimum possible number of bytes and 
then re -expands the program after 
loading. 




The Free/e Machine contains two 
last disk routines. The first is equivalent 
to the Quickdisct system giving about live 
times normal speed but the second, Lazer 
II. system claims an ama/ing 20 limes 
laster than normal. 

The only drawback w nh the Lazer II 
routine is that it saves the program file 
as a USR file on disk. This means that 
transfer and erasure oi the program is 
impossible II you want to remove a 
program from a Later II disk, then you 
have to load and resave the programs that 
you want to keep onto anolhei disk and 

then reformat the old disk 

Despite this. Lazer II and the Freeze 
Machine lorni the tastes! combination in 



any cartridge system. Hvesham Micros 
claim that you could load your favourite 
game in as little as ten seconds and no 
more than IX' Considering that the Freeze 
Machine only costs t!2X."S. 




1 wasn't able to lest this claim hul I doubt 

it the difference is particularly significant 

over Lazer II. What is important is that 
it can be obtained on disk from Datel for 
just £2.50! 

At £30 and with a disk speed only 
si\ times normal, the Final Cartridge 
from \\&V Computers may seem to be 
a little outmoded now but it has many 
other things to offer in addition to Us disk 
speed. II your needs are lor a faster disk 
system but backed up by plenty of Basic 
facilities and a machine code monitor, 
then this could he well worth the money. 

My favourite system is the Trilogk 




cartridges, this is a RAM chip which can 
have the current Trilogic software booted 

up onto it. The disadvantage of this 

system is that any spike lluough the mains 
supply will upset n and require the system 

io be rebooted. This is a small price to 

pay. I feel, tor a system which can be kept 
at the forefront of the backup and disk 




loader, means that no program lakes 
longer than 30 seconds to load and the 
cartridge is competitively priced at 



package deals and iiisi as I prefer the 
Fxpcrt. another programmer may prefer 

Action Replay. Final or Freeze Frame. 

The only way to decide is to read the ads. 
decide how much you believe and sift 
through the range of facilities to sec how 
many you need and how man) would not 

Flash Successors 

The Flash' system needed a chip change 
in the C64 and this seems to be the trend 
once more. All three of the big utility 
suppliers have a chip change system. 
Datel s Professional DOS Trilogies 
Phantom and Evesham Micros' 
Dolphin DOS 

Much higher speeds can be achieved 
if the data is sent in parallel through the 
computer's user port This means lhal in- 
formation can he exchanged between disk 
and computer a byte at a lime instead ol 
a bit at a time in serial interactions 
Ohv mush this is about eight times laster 
but it does mean a new operating system 
has to be installed. 

One fad thai all the systems seem to 
gloss over is that lilting these systems isn't 
child's play. I've seen inside many a CM 
and in all but one case the ROM chips 
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were soldered directly onto the K B. This 
means a dcsoldering job lor mosl people. 

Don't attempt this job yourself unless 
von know what your doing. The complex- 
ity and vulnerabilrty of both the chip and 

the PCB trace is a formula lor total 
disaster II a good Ileal sink isn't used the 
chip will he irrcpairahly damaged and, if 
all of the solder isn't removal, you could 
strip the pathway s oil the surface of the 



tearing the chip to ensure that 
indamaged. I say this for two 

Mly because a replacement 
acquired more readily and. 
cause you may never need the 



Once you've spent an hour or so 
modifying the hoard, it's just as the ads 
tell youTltting only lakes a lew minutes 
and usually requires no soldering'! Pah! 

Professional DOS includes an 
operating system called Disk Demon. It 

it unbelievaM) last rate of mi 




bytes per minute or I35j000 baud! A rate 
this high is. frankly, suspect. Dalel could 
not supply me w ith a copy ol Professional 
DOS by the time that this maga/inc went 
to press but I wail to be conv inced of the 
reliability ol this data transfer rate. 

The rest of the sy stem's claims seem 
to be much more moderate w ith program 
and sequential file save limes 20 times the 
normal rate and a sequential file load 25 
times taster than normal. 

The system also adds thirty new 
commands to Basic and includes a last 
file copier. The Professional DOS costs 
£64.99 on the CM or C69.W for the 
CI2X 64 version 

Trilogies IX)S claims a 241) block 
load in 7 seconds which, al just under 
7IMKK) baud is a more plausible rate than 



when in Basic programming mode. Apart 
from this only three extra Basic 
commands are added with Dolphin hut 
you do get a free Dolphin Copy disk. 
At t'6"."5 it tails midway between the 



and reliable track record to support its 
claim to he theesiabhshed standard' turbo 
lor the C 128/64 with 1541 drive 

Turbos have now gone as tar as they 
can go. Any further increase in speed will 
definitely be at the expense of reliability 
and chip safety. The C64 can on!) cope 



• slightly 



but it is inn British, b) to 
Dolphin DOS isn't Britis 
probably the model for the n 
lion of turbo ixw chips. M 
around longer, this system is i 
very familiar with and ot 
worrying factor is possihlv ; 
concern with the Datel and Tri logic 
systems as well. 

Dolphin DOS seems to make the 
6522 output chip more vulnerable than 
before and the recommended switch on 
procedure of C64 on and then 1541 nw>l 
he adhered to every time the system is 
powered up. Through casual careless 
moments. I have su cc eeded in burning out 
this chip twice during the year that I've 
had the system running and il does add 
quite a lot to the cost ol the system! 

Care is rewarded with a system 
which will load 2(12 blocks in less than 
5 seconds |S5.(KK) baud), a save speed 
which is 12 times the normal rate lor 
program and eight times lor sequential 
files Like the old Flash! system there is 
also a lull screen editor system. 

The inclusive monitor is a very basic 
but useful utility and the single keypress 
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On -Line 
Line Up 

Computer communications are a source of confusion to 
many people. We supply the key to modem living. 

by David Jandu 



VXoing online with your Commodore 
mas seem like a daunting task ai tirsl. hut 
there's a fascinating world of cor 
communications waiting which i 
accessed with very little effort. 

Purchasing the software to get going 
is no problem. Basically there are two 
ty pes ol package: 
Viewdata software c 
services suet 



hand simply offers plain te\l. hul is -till 
hy far the most popular user interface in 
the world of comms 

Your next item will he an RSI*: 
interlace to plug into the usci port ol the 
CM. I here is a large number ol internees 



s E20 



K Up lo 



ore expensive it is. 

Of Ihe modems that are currently on 
e market today, ther are three basic 



>miple and have- 
to be operated manually by pressing 
They 



be pointed out that the Voyager is not 
approved for auto-dialling and that the 
auto-answer option has been found to be 



appropriate soil ware to allow lull access 
to Ihe modems features. 
Intelligent: this type of modem is still 
quite rare in the home or small business 
markets as they are very expensive 
indeed Intelligent 



lulls a 



niatically 



can be u 



The modem is of -average' size: 
165x145x35mm. Four rubber feet keep it 
from sliding around and an ample length 
of mains and PTSN cable are provided 
A five-pin Domino type (lemalei socket 
at the back is used to connect Ihe Voyager 
to the Comms Cartridge or RS232 
interlace, and a siv way rotary switch on 



I. but n should House, the now defunct 



VOl R COMMODOKi: II AKDWAKK M'YKRS OUDF. 



COMMUNICATIONS 




produced the Voyager series, had 
problems with production. As a result 
Voyagers with a serial number less than 
1200 will not auto-answer. However, in 
tests. Your Commodore has found that 
some Voyagers with serial numbers 
higher than this have not auto-answered 
either. 

Other aspects of the modem were 
line and. taking the faults into 
consideration, it docs the job 
satisfactorily. If you can pick up the 
Voyager 7 for around t'40 then you have 
i bargain, if the price is higher then look 

NIGHTINGALE 

The Pace Nightingale was one of the first 
reliable duel speed modems on the 
market. It has been available lor a number 
of years and is now sold as the official 
Amstrad modem. 

The modem operates at 300/300 
baud (originate and answer). 
1200/75.75/1200 and 120(1 1200 hall 
duplex. The early (non -approved I 
versions also operated at 300/300 full 
duplex at Bell frequencies, w hich means 
that it could unofficially be used to 
connect to American systems. The 
modem also features a 300/300 baud 
self-test mode. 

Three push buttons are situated on 
the front panel of the Nightingale. One 



vvhclhct 



On the older, non -approved models 
an extra button was used to switch 
between US Bell or European 
frequencies. This button was removed and 
covered with a plug to gain BABT 
approval. The reason why US Bell 
frequencies arc not approved is because 
they cause havoc with BT I t qi p 

Despite the BABT approval, it is 
possible to remove the plug and insert a 
push button to restore US Bell capability 
but this would invalidate warrants and 
upset BT. 

Two tri -colour LEDs on the front 
panel indicate carrier detect line hold and 
power/data. At the rear of the modem is 
a recessed BT socket that the phone plugs 
into, a push button lor selecting self-test 
and a five— pin RS423 Domino socket 

One other item of note is that there 



software used w ith it will not be of any 
use. Having said that, it is perfect!) 



mode ie. 75/1200. This is achieved bv 
setting the speed to 75 1200 and pushing 
in the carrier detect button. After a few 
rings the modem will answer! It should 
be noted that this'facility' was not 
purposely designed. 
Although the Nightingale is 
technologically rather old hat. it has the 
of being a very, very rt 



when compared to low cost modems w ith 
more facilities, it can represent excellent 
value for money when purchased 



COMMODORE MODEM 
(C64) 



The Commodore Modem is also referred 
to as the'Cnmpunct modem' because it 
was designed to be used with that service. 

Unfortunately Commodore don't 
manufacture the modem any more, w hich 

even though the specification apparentlv 
belies this fact. 
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The Commodore Modem operates ;ii 
two speeds only: 1200/75 and I2O0/I2O0 
hull duplex. However, ihe I2M halt 
duplex mode, as with Ihe Designer 
modem. has a wr\ last turnaround lime, 
ami as such ean be used with all the 
enhaneed software thai Y2 Computing 
produce. 

The plus side to the Commodore 
modem is that it contains terminal 
software on ROM specifically designed 

firmware include- a IIHI.V lacilily a 
frame editor and the ahilit\ to load and 
saw software patches that' enhance the 
CM when online (see the section on 

Connecting to Compunel is done by 
cnteringC with the shift Icq held down 
and then pressing RETURN. You will 
then be prompted to enter a phone 
numher which the modem will auto-dial 




Micronet X(K). Also available from 
Micronel on disk or tape is the Mustang 



software which gives the user access to 
Micronel through this Cuin/wM modem! 

All things considered, the Commodore 

Modem is a very useful item that is ideal 
for viewdata. Compunel and scrolling 
terminal applications tat 1200/75 baud of 
course), and is ideal for user-to-user 
purposes provided you have the right 
software. Although no longer in 
production, these modems can be picked 
up secondhand lor as little as L'25. 

DESIGNER 




Enterprise or Nightingale), which means 
the user-lo-user and file transfer 
software supplied by Y2 Computing w ill 
be compatible with it. 

The modem itself is \cr> well 



auto-dialling/answcring. The Mustang 
software will do tins well. 




lime of w riting there was no Commodore 
related software to make use r>| ilns 
feature. However. Dalaphone are 
curicnlk working in coniunclion will) a 
comma software house to rectify this 



The Designer can be completely 
controlled manualK b> using the live 
push button switches on the front panel 
Three switches are used to select the 
speed and to put the modem into originate 
or answer mode: two more switches 
introduce features not found on a modem 
of this price. 

Firstly, there is a power on/off sw itch 
and. secondly, there is a monitor on/off 
switch. The monitor allows sou to hear 
Ihe call in progress and is wr> handy for 
detecting a bad line Si\ l.HDs on the 
front panel also give you a full status 
readout of the modem. 

One feature that is not usable, bin 
welcome, is the anli -tinkle circutr> that 
suppresses the annoying tinkle that 





tool! But b\ far its biggest asset is the 
price lor' £99.95 excluding VAT. it 

ENTERPRISE 1 

The best way to describe the Enterprise 
I is to say that it's a Voyager 7 w ith bits 
added on. Their appearance and control 
are almost identical; this is not so 
surprising as both the Enterprise I and 
the Voyager 7 were manufactured by Kirk 
Automation 

The Enterprise I is housed in a black 
casing with green lettering on the front 
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panel. A rotary switch on the right is used 
to select the required baud rate which can 
be one of 300/300 originate/answer. 
1200/1200 half duplex. 1200775.75/1200 
baud and test. A feature not found on the 
Voyager 7 is the on oil line button which 
is used when dialling answering 
manually. An oddity is that when the 
button is pushed in the modem is offline 
and when the button is out it is online 
the reverse would have seemed a more 
logical choice. 

Situated at (he rear ot the modem is 
the RS232 socket (female), phone socket, 
telephone lead and power cable. Of 
particular interest is the 21 -pin RS232 



■nitcying. This is a common trait of all 
software controlled modems. 

One aspect of the Enterprise Is 
-■lion that is annoying is the 
-answer facility which is controlled 
by the terminal software. Auto-answer 
would only work providing that a three 



purchasers are ad\ ised to lesi this facility 
before buy ing. 

Despite this, all other aspects 



e line, and I would 



leap (but mostly reliablei modem with 
lal speed operation then il would be a 
xxl idea to shop around for an 



widely used throughout the industry 

The I200S review model can operate 
at 300 Ma 1200/75. 75/OOOor 1200/1200 
lull duplex. It features auto-dial, 
auto-answer, auto-baud rate detection 
and selection Also included is a battery 
hacked calendar clock and notepad Which 
has the facility to store up to 64 phone 
numbers in its internal memory. The 
I200S also features a lull RS232 port with 
inline phone socket as well as a 
Centronics printer port and 20 segment 
LED display w ith line strength indicator. 
Speed buffering is also incorporated 
enabling the modem to connect 10 a host 
at one speed whilst the terminal software 



The modem itself is quite Hat but 
lakes up a lot of space. The front panel 
consists of an LCD display with two 
touch -sensitive buttons (that are used to 
manually select opt ions i plus the line 
status and line strength l.EDs. At the rear 
of the modem is the socket for the 
external power supply unit, the inline 
phone socket, the Centronics port and a 



attire can be ifscd.' The 

ries uses relay technology to 
ich is quite loud in operation 
most reliable method ol 
slephonc to dial. One effect is 
dialling will cause any phone 
. totmkle' which can be 



I Ihe 



sending commands from through til 

terminal software. These commands wet 

developed by (he Mayes Company and ai 
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looking lor 



voinhination of hardware 
one package. If you are 
Ddem lhal can be used for 
I as terminal applicalions 
>e what vou're looking lor 
The modem operates at 1200/75. 
75/1200. 300/300 answer and originate, 
and at 1200 half duplex. A 300/300 baud 
full duplex mode is also available lor Hell 
tones. Other hardware features include 
auto-dial and answer I which are 
controlled by the software) and a very fast 
turnaround time when using the modem 

at 1200 half duplex 

number of programs including 



>i>u would like to contact Telecom Gold 
M OOObmti lull duplex even though pair 
SOtrwaK docs not /lave I 1200 lull or hull 
duplex mode. 

First of all a speed must he selected 
from the software menu. Although you 
want I2(X) baud eventually the choice is 
purely arbitrary such as 300/300 baud 
just so (hat you can go online Even 
though you aren't connected to a host at 
this point, the modem'lricks' the software 
into thinking thai it is 

At this stage you are greeted w ith a 
blank screen but hv entering'AT?', the 
Series Four HELP screen is displayed 
(Table 2). To connect with Telecom Gold 



TABLE I - Series Four AT Command 
Set 

A Answer call w ithout delay 

C Carrier control (CO OFF. Cl/ONl 

D Dial number and originate call 

F, Echo commands (E0/OFF. EI/ON) 

F Echo data (F0/ON. FI/OFF) 

II (look control (MOON. HI 'OFF) 

In isplay Identity (n 0.1,2) 

Kni Display set li me date tn 0.1.2) 

Ln Speakei Loudness (n 1.2.3) 

M/i Monitor status m o.l.2i 

Nf Displa) set number store 

O Go back on-line 

P Pulse dialling ON 

0 Result code (OO/ON.QI'OFF) 

R Reverse to answer after dialling 



driven. It plugs into the CM cartridge- 
port and has a telephone cable trailing 
from it which plugs into a standard 
telephone socket. No telephone socket is 
supplied on the modem itself, so it will 
be necessary to purchase a splitter if you 
w ish to use a telephone on the same line. 

Using the Mullimodem via its 
menu -driven software is very simple and 

the option ol buying other packages' such 
as Y2's tile transfer package. 



II you subscribe to Micronet lor one year, 
and pay in adv. nice, llicv will give you the 
Mustang viewdata and terminal software 
on disk or (ape and a Prism 2(XX) modem 



I t) (H I. I I n\. 



operate at 12<X) baud full duplex hecau 
o! the Series Four's internal memo 
butler keeping things in check. The n 
result of this is that the modem 
exceptionally easy to use. bin extreme 
powerful at the same tune 



mid In software 



MULTIMODEM (C64) 

The Multimodem from l» 
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MPS 801 PRINTER 



Fresh Chips 

With the Primer IV chip you can improve the quality of 
rite copy you get from your MPS 801 primer. 
By Paul Eves 



One of the biggest drawbacks of 
the MPS SOI punter is the lack ol true 
descenders. There have been many 
programs written to overcome this 
problem. There have also been main 
top quality programs written which 
provide the user with the option of 
many different font styles. [Font 
Master is just one which springs to 
mind). All these programs have one- 
thing in common. As software, the 
user has first to go through the process 




"lice [he chip has been uisialled vnu 
nisi Hip a switch and turn it on. The 
selected font is now ready to go. 

f itting the chip is simplicity itself. 
It only took me three minutes and I am 
hopeless with electronics. Instructions 
lor lilting Primer IV are as follows: 

1. Disconnect the printer from the 
mains, remove the perspex cover, 
paper shell, and feed knob. 

2. Using a cross head screwdriver, 
remove the lour screws holding the 
upper housing and the lower housing 
together. Lift the lop away to expose 
the tray holding the electronics. Lift 
and remove the tray to the rear of the 
printer. Using a llathead screwdriver, 
carefully lilt out the original character 
ROM chip (this is a 24 pin chip). 

N IL Take careful note of the position 
of the chip e.g. a small notch at one 

together with adaptor, and fit this into 

chip (taking note of the position of the 
notch in the chip which should in 



most eases be lacing the right ol the 
printer looking from the front). The llv 
lead with the two logic sw itches can be 
placed to suit (I have drilled a small 
hole m the rear of the housing, 
threaded it through and it is now 
permanently secure). 
4. Re-assemble the printer and you are 
ready to use your new character sets. 
CAUTION: Opening the pr.nter will 




There are lour character sets 
available to you: 

3.' Eclipse 



4. Futuristic 

When using a word processor, it is 
advisable to use a pause command 
before switching between character 

It is inadvisable to switch between 
sets while the printer is actually 
printing. This will cause corrupted 
characters and will also result in a 
blown luse inside the printer. 

I would also adv ise that you put Un- 
original ROM chip safely away 
somewhere. 

For anyone who uses their printer 
Often this chip is a must. It's quick and 
easy to use and the end results are 
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Net 

Benefits 

What arc networks and bulletin boards all about? We 
leave no stone unturned as we engage m < 

by David Janda 

W 



I I MICROMET I 



.v.dei cll'i opcialcd on the Pros 



1 News and Comment 

2 Microbases 

3 Commun icati ons 

4 Software 

5 P rest el Focus 

6 Games and Entertainment 

7 Teleshopping/Adver t ising 

8 Business & Consumer Info. 



of the Prcstel database. Furthermore. >ou 
can register as an Interlink user tor free 
which provides a gateway to Telecom 
Gold and all of its services 

The structure of Micronet is bill) 
simple Pages of information (called 
frames) measuring 40 characters by 24 
lines are displayed on the TV or monitor. 
Each frame can incorporate colour and 
low resolution graphics. 

All frames are numbcicd and priced. associated w ill 
The majority of frames on Micronet are example, to gc 
lice to subscribers, but sonic scrv ices do Shades advent 
incur a charge which is displayed at the SSH \l)l S Th 
top right-hand corner of the frame. to move about 

Manipulating Micronet (and the rest vv ill often have 
Of Prestel) can be done in one of three of Press 1 lor n 
ways. First, providing you know the you to the nc< 
specific page number you want to look at. especially use 
you can enter an asterisk followed by the service. 



^Keu^for a message from Micronet | 


HELP? Key O from 


any page 







page number and this will take you 
directly to that page Secondly, keyword 



by the editorial staff. Kach area also has 
a user group section with articles and 
leaturcs supplied by editorial staff and 
subscribers alike. 

Some of the features found on 
Micronet include the news pages. Micro 
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MICRONET 800 <C> 600110a Op 

THE COMMODORE DATABASE ON MICRONET 

50LELU B4 Si PlDRE 



Mouse, Bizznet, Sunday Xlra and 
Challine. The news is updated daily with 
the latest microcomputer news. Comms 
fans can tune into Miero Mouse which is 
a dailv column edited hy Steve Gold who 
gained notoriety for the Duke of 
Edinburgh hack a lew years back. 

Biz/net is an area on Micronet whieh 
is no) micro related hut is aimed at the 



apdated , 



led. e 



h del 



held each week where a special guest 
answers questions put by subscribers. 
Subscribers can also book frames in a 
special gallery area and use them to start 
their own mini -magazines. 



Tclcsoliware area. This stores software 
that can be downloaded into the micro 
and saved to disk or tape. Commercial, 
subscriber and free software is prov ided 
but. where there is a charge, the user is 
always informed of the price before 
downloading 

COMPUNET 

Compunet has been in service tor the past 
three years and was designed lo'inlcrtace' 
with the C64 micro Until now the service 



which part of the database they I 
currently accessing. This index co'nsi 
Of a name and a directory refcren 



a standard set of 
information. This includes the page 
number, name, type ol entry (program 
text etc), price (if any), life on system in 
days, author and a vote. 

Traversing the database and issuing 



ol the display lorms what is called 
duckshoot menu. This can he scrolled 
from left to right until a command is 
centred. Through these commands the 
subscriber is able to upload, download, 
show the contents of a directory entry, 
access electronic mail and so on. 

To call up a directory entry it is first 
necessary to move a blue bar over the 
entry using the cursor keys. If it is a text 
entry, the SHOW command on the 
duckshoot will cause the contents of the 



by using the BACK command U 
up. Thirdly, frequently used ar 
accessed by pressing one ot 



Compunet design (he structure of the 
database and provide many services such 
as the Courier electronic mail service, 
guidelines. Multi User Games (ML Gs) 
and so on. 

Many of the top Commodore 
software producers sell their software \ ia 
Compunet at reduced prices. A service 
called party-line enables real-lime 
chatting betwee 



very | 



Is or groups. 



MUD and FEDERATION. 

By far the bi& 
Compunet is an area of the d 
called The Jungle. This area can be used 
by the subscriber as a marketplace into 
which they can upload and distribute their 
own programs or text! Other users may 
then access or buy this material ensuring 
that this electronic bazaar contains a 
wealth of useful programming 
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MICROLINK/TELECOM 
GOLD 



For Ihc past (bur years British Telecom 
has operated an eleelronie mail sen ice 
called Teleeom Gold. It s a service aimed 
officially at the business user but in 



WELCOME TO MICRE" 



Interlink Gateway CTi 
Interlink User Guic i 



system in operation Telex facilities arc 

also provided as well as a number ol 
games, and business programs such as 
spelling checkers, statistical tools, and 

Help is always at hand with the 
Hhl.l'and INFO commands, hven from 
within a program I such as the text editor) 
help can be sought bv entering - ?'. 

BT Gold is split into a number of 

I still 



of the system (hey are using. One such 
system (72) is called Mierolink and is 
operated by Database Publications. 

A subscriber to Mierolink has all the 
facilities of a Gold user and plenty more. 
Mierolink has a menu driven from end 
to BT Gold which is very user friendly. 
Mierolink also provides a number of 
enhanced services such as a bulletin 
board, lelemessage service, regular micro 
news, telcsoftware (not lor Commodore 
micros though), and gateways into other 
Computer databases. 



expensive to use at 25p a minute, but far 
cheaper then dialling the States direct. 

Subscribing to Mierolink is by far the 
best way to gain access to HT Gold. This 
is due to a number of reasons. Firstly, 
there are the added facilities that 
Mierolink provide. Secondly. Mierolink 
has a monthly subscription fee of 13 
which is quite cheap considering that 
normal BT Gold subseribers have to pay 
t.\ Thirdh. because Mierolink can be 



BULLETIN BOARDS 



Typically. BBs will o 



multi-user games, soil 
Commodore!), special ii 
real-time chat and so 



c drive and an terminal 



■ the Viewdata 
•ess scrolling B 
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terminal) software. Most com 

p.lt k.lL'Os ITK link- Ihls 1\ |V >l| I.K llH\ I' 

in case you arc a Viewdata (Prestel) u 
who doesn't have this facility, (here 
lots of public domain dree) termi 
programs available from liver croup-, si 
•is K'Pl (i or (TUBM Terminal soltw 



.mpune 



will i 



Vein 



Viewdata progran 
through the syste 

commercial comms software 
\ icvvdata mode 



Coi 



own Uli v. 



Logging On 

Each BB has its own unique style and 
character. Facilities common to all ivpes 
of BB include an E-Mail (Electronic 
Mail) option that enables you to send and 
receive messages. These messages can be 
sent privately 10 another user or be posted 
on the general board lor everyone to sec 

Other features on BBs typically include 

free downloadable soltwarc 

Downloading can be achieved in 
several ways bin by lar the most popular 
system is the X Modem format, so yout 

conmis package should have llns option 
Don't worry too much if it doesn't support 



hv buying the BB llosi software lor (he 

C64 from Y2 Computing for £69. 

When using a BB it's worth 
remembering that (he quality of a bulletin 
hoard is governed by its contents. The 
software and messages are all supplied by 
the users in the first place so don't be a 
parasite, as well as downloading 
programs and reading messages, w hy not 
pul some up as well? 



This table details a very small selection 
of BBs that are currently in operation on 
a 24 hour basis. 

View means that you will need 
Prestel stv le software to access the board. 
1200 means that you'll need scrolling 
software and a 1200/75 option modem 
such as the one from Commodore to cam 
access to the service. 300 means 
300-300 baud access which needs 
scrolling software. CBM Modem users 
will not be able to access this type of 





Telephone 


Kates 




Q394 276306 


300 


Brixton IT* 


01 -735 6153 




Cardiff [Tec 








0702 546.37.3 




DUBBS Dublin £ 


0001 885634 


MX) 1200 


Dragon's Lair t 


01-502 4543 




1 BBS Swansea 


0792 20395 3 




Gnome at Home 


01 -XXX XX94 




Grendel ABBS £ 


0532 6203.34 


.300/1200 


Hackney BB 


01-985 3322 




Haunting Thunder 


0752 364059 


.300 


Infbmattque £ 


0001 764942 


.31X1/1200 


LABBS bmdon £ 


0XX3 X44I64 


300/1200 


I.ighlfingcrs Place t 


0202 4X5723 


300/1200 


Livingston BBs 


050 63X526 


300 


London BB 


01 455 6607 


300/1200 


London Underground 


01-863 0198 


300/1200 


Mactel 


01-341 1719 


300 


Mailbox 80 (Liverpool) 


051-428 X924 


300/1200 


Metrotel 


01-941 4285 


View 


NKABBS £ 


0795 X42324 


300 


Norview 


0604 20441 




TBBS Blandlord 


0258 54494 


300 



ill 
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Many people sw itch off when they hear the mention of 
the RS232 inter/ace and related subjects. This article is 
aimed at clearing up some confusion and doubt. 
By Steve Carrie 



computer industr> subjects, the RS232 
communications standard. People 
tunc been known to go weak at the 
knees and hide when it is mentioned. 
Every day. it causes problems lor 
computer engineers connecting up 
equipment such as printers and 
modems. It has even given rise to a 
lucrative business of building the so- 
called "break-out boxes" for 
monitoring and "living" RS232 lines. 

If it is supposed to be an industry 
standard, why does it cause so much 
hassle ' Ever) computer manufacturer 
has different ideas on how to build a 
computer: which devices to use. how 
big the screen should be. etc. It would 



i pr< 



11 Ihcm 



(a technique 

Unfortunately, things are not this 
simple. With different manufacturers 
having different ideas on how to imp- 
lement the standard (Commodore is 
no exception) a great deal of contusion 
can arise w hen two pieces of hardware 



which the control lines ,«i an RS232 
should be used. Thankfully, this does 
not concern us in this article since we 
will be using only a basic RS232 
interface. 

Basic RS232 

As you may know. RS232 uses the 
serial method of data transmission. 
Information is sent bit bv bit along a 
single wire to a receiving machine. 
Since data may How in both dire 



s plus i 



make a basic RS232 
communication line. The lines arc 
usually connected to equipment b> a 
25-way D-type connector. Data 
leaving a computer exits via pin two 
and incoming data enters via pin three. 
The Ov return is connected to pin 
seven. This gives the "3-line" RS232 
interface. There is no control over the 
How of the data in either direction 
unless handled bv the software (more 
on this later). An RS232 interface 
using more than these three lines is 



n are C ommodore RS2.32 



-i rs: 



:\ pi..; 



because the hardware d 
associated with RS232 communica- 
tions, the Universal Asynchronous 
Receiver/Transmitter (UART). is not 
present in (he circuitry of the Vic 20. 
C64. 64C. CT28 and CI2SD The 
omission of the CI6 and I'lus/4 is 
intended. The CI6 cannot handle 
RS232 comms (we shall see why in a 
moment). The Plus/4 on the other 



3-LINE RS2 INTERFACE 


CONNECTIONS (25-waj D-connector) 




function 


2" 


Transmitted data Sout 


3 


Receiv ed data Sin 


7 


Common (Ov ) Gnd 
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hand is omitted for a different 
reason. This machine DOES have ;i 

l ART. 

RS232 signals appear ai the user 

CI6 cannot handle RS232; it does not 
have a user port (a strange omission b\ 
Commodore. Anyone know why?). All 
the conversion is handled bv the 
Operating System (Kernel). Thus 
(except in the ease of the Plus/4) the 
user port coupled with the Kernel 
becomes almost the equivalent of the 
6551 I ARI (the 655 1 is the device thai 
the software is supposed to emulate). 
In the Vic the user port is con- 



trolled bv ., Versatile Interface 
Adaptor (VIA). In the other machines 

this article is concerned). Now before 
some of you run and hide at the 
mention of VI As and CIAs, let me say 

program these devices directly. The 
Kernel handles all of the RS232 asso- 
ciated programming. 

Figure I shows the RS232 
associated connections to this port 

looking from the rear of the machine. 

Note that the user port uses a 0.156" 



Maplin: order number BK74R). The 
lop row of terminals arc identified with 




connect the socket the wrong way up 
which could have disastrous con- 
sequences for your computer. The 
correct way is with the letters to the 
bottom as shown. 



Connecting Up 

The terminals labelled Soul (trans- 
mitted data) and Sin (received data) 
and CiND (Ov common) are the three 



RS232 LINES FROM THE USER PORT 



i^iiJL^i£j[iJLdH[iJ[KjLLJNW 



Pin ID 


Description 


Abreviation 


C 


Received data 


Sin 


D 


Request to send 


RTS * 


E 


Data terminal rdy. 


DTR * 


H 


Received line sig. 


DCD * 


K 


Clear to send 


CTS * 


L 


Data set ready 


DSR * 


M 


Transmitted data 


Sout 


B 


Received data 


Sin 


A 


Protective ground 


GND 


N 


Signal ground 


GND 


2 


+5V supply 





*These lines are not used in 3 line mode 



Signal ground is the Common return. 
Protective ground for screening. 

Maximum of 100mA may be drawn from 
Pig | the +5V supply 
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When data is being received over 
(he Sin line, (he voltage level on (his 
pin changes rapidly . causing inlerrup(s 
lo occur. The system software collects 
the data on the Sin line, placing it in an 
area of memory called the Receive 
Buffer. There is also a Transmit buffer 
lor outgoing data. Thus the reception 
and transmission of data is basically 
transparent to the user. However, this 
method has its problems as we will see. 
The practical upshot of all this is that 
BOTH Sin terminals must be 
connected to the Sin line. Since they 
are next to one another, this is no great 

Also note the connection called 
PROTECTIVE GROUND. This 
terminal should be connected to the 
shield of your cable if y ou suspect any 
outside electrical interference ol 

While on the subject of making 



CABLE (3 CORE OR 4 CORE) 
-i-A w i- 



Sout 
GIMD 



CONNECT SCREEN TO 
PROTECTIVE GROUND (PT) 
ATONE END ONLY 



Fig 2 

must connect the Sout of one machine 
to the Sin of the other as in f igure 2 in 
order for them lo exchange data (a bit 
obvious really!) 

C ommodore connections 

If you don't intend connecting sour 
machine to anything other than 
another Commodore, you can skip the 

programming. II you have a friend 



these are the RS423 line driver 3691 
and RS423 line receiver 88LSI20N. 
These devices convert between TTL 
logic levels and RS423 logic levels. 
RS423 is another (stricter) standard 
which is compatible with RS2.12 (at 
least to a certain extent). The beauty of 
using these devices is that they will 
operate from a +5v/-5v supply . This 



the +5\ 



e Fig 



"I can't do that! I've never built an 
electronic circuit before!". If you do 
have an electronics hobby ist friend, try 
bribing him/her into building it for 



YOU SHOULD 
CONNECTIONS 
WHILE IT IS C 
THE COMPU 



ID IO 



disconnect the socket BEFORE mak- 

NEVER connect the socket to a line 
machine. ALWAYS switch off the 
power BEFORE plugging or 
unplugging! 

OK. So you've connected your 
socket up and plugged it in the correct 
way. . . what now'.' If you only want to 
communicate with another 
Commodore (Vic. C64. Plus/4 or 
CT28) then there is no great problem. 
The only thing to watch is that you 



Non-C ommodore C onneclions 

This is where things gel tricky. Con- 
necting to anything other than a 
similarly equipped Commodore has its 
problems. This is because normal 
RS232 requires logic levels -12v (logic 
Hand t I2\ ( logic (I) as opposed to the 
Commodore RS232 logic levels of Ov 
(logic 0) and +5v ( logic I ) (No that isn't 
a mis-print. RS232 logic is opposite 
voltage level-wise to your Commo- 
dore). However this problem can be 
overcome quite easily. There are 
various logic devices available 
specifically lor this purpose. Among 



assume that if you are building this. 
\uu know what sou are doing. The 
74LSU0 device is used here as a logic 
inverter. I suggest that you use i.e. 
sockets so as not to subject the dev. ices 
to heat which could damage them. 

Power Supplies 

If you plan to use the mains (careful!) 
power supply circuit shown in Figure 
4. 1 suggest that you use both the +5v 
and -5v supply circuits so as not to rely 
too much on the already overworked 
computer power supply. It goes 
without say ing that no-one should use 
the mains unless they do know 
EXACTLY what they are doing. 
The alternative battery supply cir- 
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daptor 



disco 



the battery when you are not using the 
interface. This has the advantage of 
not requiring you to build a mains 
power supply . 

Remember that you cannot 
connect an ordinary Commodore 
(without this interface) to one using 
Fig 3 



OPI N a logical file and use PRIM'S 
and GETS to send and receive data. 
Note that vou should NOT use 
INPUTS since there is a possibility that 
the system might hang by attempting 
to get input w hen it isn't there. Also be 
aware that on the Vic 20 and C64. the 
RS2.12 receive and transmit buffers are 



rfr\ !■ 










— t 


'It 



















variables previously defined. (It 
performs a CLR). Therefore, vou 
should make the OPEN RS232 state- 
ment the first in any program. 
Another, more serious problem occurs 
if your Basic program is very large. 
I hen there is a chance that OPENing 
an RS232 channel may destrov the end 
ol your program. So Beware! 

The format for the OPEN state- 
ment is shown below: 

OPbN Ifn.dev.sec.CHRS (control 
register)+CHR$ (command register) 

where: 

Ifn = logical file number 
dev = device (2 for RS232) 

: secondary address (usually (ll 



<command rcgister> see below 

The RS2J2 interface is device 
number two. In order to operate 
correctly , the system requires you to 
tell it how fast you wish to transfer 
data (baud rate) and the format of the 
data number of stop bits, number of 
data bits, parity). The control 



created at the top of Bask memory examples 
*"! en . ,he „ OPKN ™ m ™nd is executed. probletr 



L Using th.s inter- when the OPEN command is executed. problems 

blc to connect your (The buffers are permanent defined instead 

ner computers such on the CT2S and. I think, the Plus/4). The command i 

iv smtably equipped This has the effect of wiping out anv other interface 



five P (RTS and CTsf "ciwnected 

BBC will also require a similai" con- 

bctween systems. I cannot say that this 
will work with every machine, but it 
will work with most. I have also 
connected my 128 up to a mainframe 
DECSYSTEM 2050 running at 1200 
baud with absolute success. 



S- stop bits D - data bits 



R (plus 4 only) 
0- external clock 
I - internal clock 
(keep to I) 



- baud rate R - Rdock 



0001 
0010 
0011 
0100 
0101 
0110 
0111 
1000 



1200 (C64 max) 
1800 

2400 (max) 
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bit 7 6 5 


4 3 2 1 


0 


P P P 


D T T R 


H 


P - Parity D - duplex H - hands! 


ake 


T - Transmit control 


R - receive cont 


ol 


PPP D 


H(non PLUS4) 


H (PLUS4) 


000 Disabled 0 Full 


0 3-line 


0 Receiver on 


001 Odd 1 Half 


1 X-line 


1 Receiver off 


Oil Even 






101 Mark (1) 






1 1 1 Space (0) 






TT (Plus/4 only) 


R (Plus/4 only) 




00 IRQ Disabled; RTS=I;TX off 


O IRQ on 




01 IRQ Enabled: RTS=0; TX On 


1 IRQ off 




10 IRQ Disabled; RTS=0; TX On 






11 IRQ Disabled; RTS=0; BRK 




Table 3 







Plus/4 users should refer to pages 
207-21 1 of the user manual lor further 
details on their machine's RS232 inter- 
lace. This machine can handle transfer 
rates of up to 19200 baud. 

Handshake determines how the 
interlace w ill operate. We will be using 
3-line. X-line is where you are using 
control lines as well as the data luies. 
This makes things a bit 
will s( 



and that is that! Simple, eh? In fact, if 
you stick to this particular formal of 
eight data bits and no parity, you can't 
really go wrong. Just change the baud 

Incidentally. 



Duplex 



3-line, 
hould b 



o f ull. I his 



fins may scum a little complex but 
it isn't really. Lets suppose that we 
want to open an RS232 channel to run 
at 1200 baud, eight data bits, one stop 
bit. no parity. The OPEN statement 
would be; 



OPEN 2.2.0.CHRS(24)+CHRS(0) 
(non Plus/4) 

OPEN 2.2.0.CHRS(24)+CHRS(5) 
(Plus/4) 



progiammer 



: Guide 



it appear on the other machines dis- 

vIioms the program while figure X 
slums ,i similar program foi an IHM 
compatible machine running PCDOS 
or MSDOS and GWBASIC. 



terminal program 

III OPEN 2.2.l).C IIKSMlt( HKSlOl 
II REM PLUS4 USERS USE OPEN 
2.2.0.CHR$(24)+CTIR$<5) 
20 PRINT "[CLS]" 
30 GETW2.AS 

40 IF AS<>"" THEN PRINT VS; 
50 GET BS 

60 IF lis- "' rHEN PRIM 

HS::I'R1NT#2.B$: 

70 GOTO 30 



Figure X GWBASIC mini t 



10 OPEN "COMI:12(M).N.S.l" \S > I 
20 CLS 

30 II 1 OC(I)=0 THEN SO 

40 AS INPlTSll.SDT'RINI V>: 

51) BS IN K I VS 

60 IF B$<>-' THEN PRINT 

B$;:PRINT#I.BS; 

70 GOTO 30 



is found, n is output to the screen II 
not. the program checks lor a key- 
board input. If found, the character is 
sent to the screen and also to the 
RS232. 

Another interesting experiment 
when using an IBM compatible 
machine is to make the following 
change to the mini terminal program 
on the Commodore: 

60 II BS-o I HEN PRINT£2.B$; 
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ihe RS232 lines and placed in the 
buffer. The buffer fills up quicker lhan 
Basic can empt) ii with the result thai 



the buffer overflows and data is lost. 
Buffer overflow can be detectd by 
examining the S I status \anable. but 
Basic is just too slow and you may still 



a in your computer's memory 
« buffer is a good place). This 
n is for a CI28 but it should 



10 OPEN 2,2.0.CHRS(24)+CHRS(0) 

11 REM PLUS4 USERS: OPEN 
2.2.0.CHRS(24)+CHR$(5) 

2(1 \D 2816:CA \n 
30 READ BY 

4(1 II BY -I THEN POKE 
AD.BY:AD AD I EGOTO 30 
50 : 

60 PRINT CHRS(14|:REM SWITCH 
TO LOWERCASE' 
70 SYS CA 



I his causes the IBM to think that 
its input/output device is the RS232 
port instead of the console. This has 
the very odd effect of making the 
Commodore control the IBM! 
(although the character sets are dif- 
ferent and some odd graphics 
characters may be printed). To return 
control to the IBM console, you must 
type CTTY CON on the Commodore. 

Obviously, not many of you have 
access to an IBM, but this experiment 
does show up one very important 
problem with the Commodore's 3-line 
RS232 interface. If you take control of 
the IBM using the CTTY COM1 
command again and type DIR w hich is 
the MSDOS command t 



3. Connect control lines up and use an 
x-line interlace. 

4. Use machine code to process RS232 
data. 

Option 1 is not a good idea. 
\m . >ne w ho has used an RS 232 link at 
300 baud will know why (yawn!). 

Option 2 is better but requires pro- 
gramming which we will (ouch on later 



100 DATA 162.2.32.198.255.32.228.255. 
168 

110 DATA 32.204.255.152.240.3.32.210. 
255 

120 DATA 32.228.255.240.233.72. 
162.2.32 

130 DATA 2OI.255.I04.32.21O.255. 
32.204 

140 DM A 255.56.176.2I7.-I 

The only way out of this program i> 
a RUNS I OP/RES TORE. Table 3 is, 
the disassembled code with comments 
(addresses may differ from your 



led 



>r>. the RS232 channel 
a file number of 2 (the 

a'nge Vhc ^wo^l.DX 
the code) and the 
online called. Now the 
buffer does not get a 
) so no data is lost. The 
it could be replaced by 



RS232 interface. The rout ... 
follow s is given in the form of a Basic- 
loader. Change the variable AD to any All this should be line for Commodore 



Character set translation 
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OBOO LDX#S02 


; Make channel 2 the current input device 


OB02 JSR $FFC6 




OB05 JSR SFFE4 


: Scan the RS232 buffer for 1 character 


OB08 TAY 


; Save data 


OB09 JSR IFFCC 


; Clear the channel 


OBOC TYA 


; Restore the date 


OBOD BEQ SOB 12 


; If data is a null (a zero byte) then skip 
; Output valid character 


OBOF JSE SFFD2 


OB12 JSR SFFE4 


; Check for keyboard input 


OB 15 BF.Q SOBOO 


: If none then recheck RS232 


OB 17 PHA; Save data 




OB18 l.DX#$02 


; Make channel 2 the current output device 


OBI A JSR SFFC9 




OBID PEA 


; Restore data 


OB1E JSR#FFD2 


: Send byte to RS232 


OB21 JSR SFFCC 




OB24 SEC 


; Force loop to check RS232 input 


OB25 BCS SOBOO 




Tabk 3 


LDA #S02 


; Channel 2 


LDX#S02 


; Device 2 


LDY #$00 


; Secondary Addr. 0 


JSR $FFBA 


: Set logical file 


LDA £$01 


; 2 chars in filename 


LDX # NAME 


; Pointer to filename 


LDY # NAME 


; Pointer to filename 


JSR $FFBD 


: Set filename 


JSR $FFCO 


j Open RS232 


Rest of code 




,NAME:#B:24,0 ; Control and command register values (PLUS 4— 


.NAME:#B:24.5) <#B: Is the byte directive of my C64 and CI 28 
assemblers) 



I able 



embled 
offsets 



g that 

the Commodores do not use standard 
ASCII codes. They use what is some- 
times called PETSCII. the Commo- 
dore PET being the first to use it. I he 
most noticeable effect of this is that 
certain characters will appear on the 
Commodore's screen as graphics 



and incoming data translations. 1 he- 
following program builds the 
translation tables and the machine 



code into memory starting at address 
AD. It needs at least 600 bytes to 
operate in so you need only change A D 
to the address you require. This 
version is for the CI 28 (Program 
Translate). 
Program Translate 



address: 
K CR=command reg. 
repare tables 
letup name ot channel 



1 ines 240-270: Adjust table references 

l ines 280-290: Adjust register image 

lines 300-310: Select lowercase and 
call routine 

l ines 330-370: Code data 



from the start address): 

Basically, the operation is the same 
as belore except: 

1 . The channel is opened from machine 

2. Characters sent and received are 



Note that the backslash (\) 
laracler received will be displaved as 
pound sign. The CBM Charset does 



Transferring files via RS232 

This is probably the most useful appli- 
cation of RS232; transferring data 
between unalike machines. It is 
possible to transfer programs between 
two entirely different machines. 

When using a 3-line interface, it is 
necessary to introduce some form of 
protocol into the software at both 
ends. This ensures that each machine 
understands exactly what the other 
intends to do. 

A tvpical protocol exchange would 
look like a conversation between the 

machine I: Arc you there' 
machine 2: Yes. 

machine I: Requesting data transfer, 
machine 2: OK. 

machine 1: Transferring data (block of 
data sent) 

machine 2: Received data. 



I. The 



e you there", "yes" 



1 AS L 



AS He 111 \1 U MINI S AKMSINC. 

I 111 S AMI. ONE. Figure "gives a list 

of ASCII code 0-31 and their 

meanings. 

Note the two marked XON and 
XOFF. These you mas recognise. 
XON/XOFF protocol is useful where 
large amounts of continuous data arc- 
being transferred. The receiving 
machine can send an XOl I code when 
it wants the transmitting machine to 
hold off sending data, and send an 
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allows error checking to be carried out 
on the data. One of the most popular 
error check methods is the Cyclic 
Redundancy Check (CRCt. We won't 
go into this here as there is no real need 
for such a complex check with hard- 
wired RS232. CRC is really useful for 
Telecommunications via modems. 
Phone lines are noisy and data errors 
mav easily result at high baud rates. 
The CRC error check allows the two 
machines at either end to check the 
data for errors, if an error is found, the 



0000 LDA#$02 


: Logical channel 2 


0002 LDX#$02 




0004 LDY#SO0 




0006 JSR $FFBA 


; Set lfn 


0009 LDA £$02 


; Name length (2 chars) 


0008 LDX#<NAME 


: NAME is address of char string 


0OOD LDY#>NAME 


0O0F JSR SFFBD 




0012 .ISR SFFCO 


! Qpern 


0015 l.DX #$02 


; Make RS232 the input device 


0017 JSR $FFC6 




001 A JSR $FFE4 


; Get a character 


001 D TAY; Save it 




001 E JSR SFFCC 


; Restore default device 


0021 TYA 




0022 BEQ 002A 


• If char =0 then no char rec 


0024 LDA RXTABLE.Y 


; Get PETSC11 char from TXTABLE 


0027 JSR $FFD2 


: Send to screen 


002A JSR $FFE4 


: Check keyboard 


002D BEQ 0015 


; No char, loop to check RS232 


002 F TAY 




0030 I.DA TXTABLE.Y 


; Get ASCII equivalent 


0033 P11A 


; Save 


0034 LDX #S02 


: Make RS232 the default output 


0039 PLA 




003A JSR $FFD2 




003D JSR $FFCC 


: Restore normal output 


0040 SEC 


; Forced loop 


0014 BCS 0015 





a start-of-block auk- lollowe 
data packet followed bv an . 
block code. The RM replies \ 
acknowledge code (assuming tl 
was received correctly) and t! 
sends the next block. This t 
unitl all data has been exchanged, 
whereupon the TM sends and end-of- 
transmission code and the link enters 3 



The above description does not 
conform to any standard but will 
work. If error checks are included, the 
RM could send a data-error code if the 
data had been corrupted whereupon 



these as they should be used but. as I 
said earlier, as long as you stick to the would allow 
same protocol on both 
you'll be OK. 



-siblc (using a special vi 
ircuil described earlier) 

single 3-line RS232 commlh 



Possible Developments 

The example programs Eve given here 
do not show all of what may be 
achieved using the RS232 interlace. It 



the I M v 



>uld l 



t the s 



buffer will not overflow. It allows a 
user to transfer a data file from one 
machine to another. The link is 1200 
baud, eight data bits and no parity. It 



ASCII 

ENQ 
ACK 
SOU 
EOT 
STX 
ETX 
SUB 



special software w 

mini-network. The possiblities are 
endless. I hope [Ins article has helped 
to fuel your imagination. If you have 

me c/o Your Com modore'or ka vc'a 
COURIER on Compunet ID SCI2. 

Table 6 



Meaning in this program 

Attcnt/enquire 
Acknowledge 
Start transfer (transfer file 
End transfer 
Start block 
End block 
Enter terminal mode (special seq.) 
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HARDWARE REVIEW 



Talking 
through your 
RS232 



There's more to this interface than meets the eye. Do 
not be deceived by first impressions. 



By Eric Doyle 



/In RS232 interface is hardly the 
most exciting product as far as 
appearance is concerned. For your 
money all you appear to get is two 



. Dor 



l-cv this 



>! the 



0/+5V output and most true RS232 
equipment requires a +/-I2V supply. 
York Electronic Research's interface 
does the necessary conversion for you. 

Value for Money? 



■ I domestic equipment, 
ady hear the muttering 
r port being RS232 and 



by reading the m 
nsidered to be tht 



running. As far as connecting two Ms 
together, the detail is sketchy and a lew 
wiring diagrams would avoid the 
possibility of the keen amateur 
blowing up two 64s in one fell swoop! 

RS232 communications have a 
language all their own. Handshakes, 
baud rate, parity and duplex form the 
new vocabulary which not only 
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transmuted. Quite often the speed of 
transmission can be different to (he 
speed at which information is received. 
In human terms this means that one 
machine speaks more slowlv than the 
other. 

Parity is a check tor data 
corruption. Anyone who has used a 
telephone knows how a bad line means 
that conversation can be difficult. This 
is also true in the comms world. Parity 
does not solve the problem but it can 
let you know t hat something is wrong. 
Information is sent in binary form, a 
string of ones and zeros in bursts ol 
eight digits. If you're working on even 
parity, seven of the bits hold the 
information for a single character, the 
computer counts the number ol ones in 




receiving terminal knows that it there is 
an odd number of ones in the 
transmuted byte something has gone 
wrong. Similarly some systems use- 



are able to talk simultaneously to one 
another and half duplex means 
transmission in one direction must end 
before the machine can receive. 

The Relevant Software 

The software lor YFR's RS232 
interlace supports any of these systems 
via a simple menu selection system. 
The Set Up program is mainly for use 
w ith RS232 printers and your only real 
concern is the baud rate. If the printer 
does not tell you which rate to use it 
will not damage the machine to 
experiment a little. The worst that can 
happen is that the printer will fail to 

should solve most of the problems w ith 
printers, but if a baud rate over 2400 is 
required the 64 cannot respond fast 
enough, l uckily most printers have 
switches to select various rates so all 
may not be lost. 



I imitations 




world slightly. Apart from this, the 
software menu is flexible enough for 
any system you'd want to talk to and 
cuts down the sophistication and cost 
ol the modem required. 

York Electronic Research have 
provided a service which to most 
Commodore owners never realised 
they required. RS232 interfacing is the 
subject of several books and articles 
which benefits a sector of users who 
w ish to combine an interest in amateur 
electronics with their computer hobby. 
For these people YF.R can supply trie 
missing link. 



Touchline. 

Supplier: York l.lcarimu Resairth. 
Tel: (0904) 6107:2. Price: £29.99. 




„ BOOKS - UTILITIES- EXPANSION PACKS 
JOYSTICKS -ADAPTORS ALL YOU NEED FOR 
YOUR CU OR PLUS 4 COMPUTER. 



YORK ELECTRONIC RESEARCH 

Commodore 64/Plus 4 Products 

6502 ASSEMBLER 64/Flus 4' tape/disk' £12.99 

A sophisticated two-pass symbolic assembler and text editor 
which supports tape and disk filing. The assembler, the editor, 
and your source and object code may all be resident in memory 
simultaneously, facilitating rapid and interactive code develop- 
ment Recently extended manual with many examples 

Z80 EMULATOR/CROSS-ASSEMBLER 64 only disk £12.99 

A unique integrated Z80 development package The emulator 
compiles Z80 source code into optimised 6502 wMeh/UM Ml 
the 64 at approximately one sixth the speed of a 2MHz Z80 It 
supports all but 20 of the 688 Z80 operations, calls to 6502 

routines, and interrupts. T' 

binary Z80 object files Tr 



BI-DIRECTIONAL RS232 INTERFACE WITH 
COMMUNICATIONS SOFTWARE 64+4* tape/disk' £29.99 

The 64 KERNAL supports RS232 via the user port. This interface 
provides the necessary voltage conversion for direct connection 

to RS232 printers, modems and other devices. It ' 

with Easyscript and Superscript The unit is si 
metre of cable (add 75p per extra mr— " ' 
" " lonnector. 

r T^r^^^^^im^LKo 

redirect device 4 printer output to the RS232 port 
•Please specify 

Prices are fully Inclusive. Overtoil orders add £2 50 
Allow up to 1 week for delivery 
Manuals available separately £1.00 

YORK ELECTRONIC RESEARCH 



HBG, 4 Flshergale. Y< 
K (0904) 610722 
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RS232 

On The Plus/4 

19,200 bond on the Plus/4? A Beeb listing in a 
Commodore mag? An- we kidding you? We certainly aren't. . . 
By R C Hemes 



ismti though ii m 



l, the 



n the 64. This is due to 

..I the (-551 AC'IA IC 
lormall) be used lor 
the 64 is so slow that ii 

lanciers even at the 



conned S-imo pin B (as suggested in 
•Interfacing with the RS232', Your 

( ommodore. January 1987, p X2-90). 

The Plus/4 software lias the abilit) 
to use XON/XOFF How control with 
the user's choice oi XON/XOFF 

characters. These arc normally CTL/S 
for XOFF and ( TL/O lor XON. This 
facility is used to stop the remote 
device from transmitting more data 
w hen the receiv mg dc\ ice has no more- 
room in its input buffer, and to restart 
the remote device when the receiving 

The Plus/4 has a dedicated 64-bytC 
RS2J2 user receive buffer located at 
J03F7, to $0436. and a one byte system 
transmit buffer at SS07CF which is 
used to hold the current XON/OFF 



II the AC'IA i 



configured, the 
will call two 
andle RS232 



appropriately: 



5 RE1 BOC PROGRAM T 



40 TX2.1 

so ro« y=oto7 

60 »I=INKEYJ<0> 

rQ IF »t<>CH«S(19> IHEN100 

80 A*»lNKEYSfG> 

90 IF ttSOCffltStir) THEN80 

100 PRINT STR»(Y>; 

110 NEXTY 



f 19700 BAUC 



i 10 



?0 POKEOECCF 
JO GET£7,»» 



r 1920 0 EAU0 
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and return if not; 

Chock for C IS signal low. and return 
if so: 

Check input buffer full Hag. and send 
either XOFF or XON as appropriate. 

It is the job of the RS232 portion ot 
the CHRIN routine to reset the user 
buffer-full and remote-paused Hags 
and initiate sending of the XON 

Note that the XON/XOFK 



And The Proof. . . 

I have tested the Plus/4 connected to a 

BBC Model B, running al 19.200 baud. 

with the BBC sending the Plus/4at full 
speed, and over a one hour period not 
a single character was lost by the 
Plus/4. The two programs for the 
Plus/4 and the BBC are shown in 
Listing I and 2. 

Unfortunately, there is a bug in the 
Plus/4 ROM RS232 routines, which 
causes the Plus/4 to crash immediately 
after it has transmitted the first XON 



Fir 



Program and a machine code program 
which copy the ROM down into RAM, 
cause the new version of the Kernal to 
be executed, and inhibit switching 
back to ROM. The lop of memory 
pointers are also reset to S7FFF. and 
the bad code in the RAM copy is fixed. 
The Basic program must be typed in 
Exactly as shown, with No additional 
spaces, etc. as the machine code 
program is immediately above it at 
$4163. 

A disassembly of the RS232 code in 



1 POKE 51 ,0:P0KE5 3,0:POKE5 5,0:P0KE5 2, 128:POKE54,128:POKE56,128:CLR 

2 SYS4163 

3 NEW 

m ,o copy /*<• Kernal and Bam from ROM lo K IM. and 



>-«ai>K' all reference* ,„ ,„ \*>.?f. 



to R 4M and la. 



1043 78 

1044 8D 3E f F 
1047 AO 00 

1 049 B9 00 80 
104C 99 00 80 
104F C8 
105C 00 F7 

EE 4B 10 

EE 4E 10 

AD 4E 10 

C9 FD 

DO EA 

AO 40 

B 9 0 0 F F 

99 00 F F 



1052 
1 OS 5 
1058 
105B 
105C 
105F 
1061 
1064 
106 7 
1068 



BNE 
INC 
INC 
LDA 

CMP 
BNE 
LDY 
LDA 
STA 



SF F3E 
£$00 
J8000.Y 
$8000, Y 

LP1 

LP1+2 

LP1+5 

LP1 +5 

f$FD 

LP 1 

£S40 

IF F00,Y 

IF FO0,Y 



."SWITCH TO ROM 



,-COPY PART 2 OF ROM TO RAM 
;JFF40 TO SF FF F 



C8 
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106* A9 JF 

106C 80 82 04 

106F 80 9E 04 

1072 80 AC 04 

1075 80 B7 04 

107f 80 C2 04 

1 07B 80 CD 04 

107E 80 D8 04 

1081 8D E3 04 

1 084 80 E1 07 

1087 80 32 81 

108A 80 4E 81 

1080 80 98 CF 

1 090 80 F7 F F 

1 093 80 3F F F 

1096 A9 4C 

1098 80 1B EB 

109B A9 C5 

109C 80 1C EB 

10A0 A9 CE 

10A? 80 1D EB 

10A5 A? 06 

1 0A7 BO B2 10 

10AA 90 C5 CE 
10AO CA 

10AE 10 F7 
1 000 58 
10B1 60 

10B2 8D CF 07 

1085 68 

1086 4C IE EB 



."INHIBIT ALL ROM SWITCHING 



LOX 
LP3 LDA 



*0482 
S049E 
S04AC 
$0467 
S04C2 
104C0 
10408 
J04E3 
S07E1 



<*CEC5 
• EB1B + 1 
>*CEC5 

;ebib*2 

106 



.•SWITCH TO RAM 

.•PUT JKP SCECS AT JEB1B 



♦ COPY CODE TO PATCH AREA 



• SAVE CH IN SYSTEM 0/P BUFFER 
.•PULL NEXT USER INPUT CHAR 
."RETURN TO RS232 RCUTINE 
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« The RS232 eoMum. 

TRANSMIT RS232 CHARACTER, ENTERED FROM IRQ ROUT I KE AT *CE28 



B AO 04 07 SEA58 
E 29 10 
0 FO 12 

2 AO 10 FO 

5 29 02 
7 FO 2B 
9 A2 00 

B 2C DC 07 
EA6E 10 09 

0 AO CF 07 

3 8E DO 07 

6 4C 85 E A 
: CE 07 BEA79 

C 10 16 

E 2C D6 07 

1 50 1 1 

3 AO CD 07 
6 8E CE 07 
9 80 30 FO JEA89 



LDA SF010 
AND £S02 
BE Q BEA94 
LDX £S00 
BIT S0700 
BPL BEA79 
LDA 107CF 
STX S0700 
JMP JEA89 
BIT t07CE 
BPL BEA94 
BIT »0706 
BM I BEA94 
LDA S07CD 
STX S07CE 
STA tFDOO 



."GET acia s tat is 

;TX DATA REG FLAG 

;->TX DATA REG NOT EMPTY 

;6529B 

,-CTS PRESENT 

;->N0, 00 NOT TRANSMIT 

."SYSTEM INPUT BUFFER FULL' 
; -> NO 

,-YES, GET CHAR FROM SYS BUF 
."CLEAR SYSTEM BUFFER FULL FLC 



.-YES. LOCAL PALSE SET? 



;no,get user char to send 
/clear user buffer full fl/ 



ACIA 



C AO 04 07 LDA $0704 ."GET ACIA STATUS REG 

F 29 EF AND £$EF ;SAVE ONLY TRANSMIT DATA REG 

1 80 DA 07 STA 107D4 ; STATUS BIT 

4 60 BEA94 RTS 

CHECK FOR RECEIVED RS232 CHARACTER ENTERED FROM IRQ AT SCE2S 

5 AD D4 07 SEA95 LOA 107D4 ;GET ACIA STATLS REG 

8 29 08 AND £*C8 ."RECEIVE DATA ( E G FLAG 

A FO 54 BEQ BEAFO ;->RX DATA REG NOT FULL 



C AD 



. 07 



S07D' 



<*EG I 
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EAA1 8D 04 07 
EAA4 A D 00 F D 
EAA7 FO 19 
EAA9 80 D5 07 
EAAC C5 FC 
EAAE 00 07 

RECE IVED 
E ABO A9 00 
EAB2 80 06 07 
EAB5 FO 39 
EAB7 C5 FO BEAB7 
EAB9 DO 07 



STA $07D4 
LOA SFOOO 
BEQ BE AC 2 
STA S0705 
CMP $FC 
BNE BEAB7 
ON REMOTE END WANT! 
LOA l%00 
STA $0706 
3E Q BEAFO 
CMP $F0 
BNE BE AC 2 



; STATUS BIT 
;GET AC1A RCV REGISTER 
; -> NO DATA OR NULL 
."SAVE THE CHAR 
;iS IT XON CHARACTER? 
; -> NO 
US TO RESTART TRANSMISSION 

;yes, clear 
; local pause flag 
and return 

-•IS IT XCfF CHARACTER'' 

; -> no 



RECEIVED XOFF CHARACTER* REMOTE END WANTS US TO STOP TRANSMISSION 



EABB A9 FF 

EABO 80 06 07 

EACO 00 2E 

E AC 2 AD D3 07 BEAC2 

EAC5 C9 3F 

E AC 7 FO 27 

EAC9 C9 38 

EACB DO OF 

EACO AS FO 

E AC F FO OB 

EAD1 8D CF 07 

E A D 4 A9 F F 

E A D 6 80 DO 07 

EAD9 80 0 7 07 

EAOC AE 01 07 BEAOC 

EADF E8 

EAEO 8A 

E AE 1 29 3F 



STA S07D6 
BNE BEAFO 
LOA $0703 
CMP £$JF 
BEQ BEAFO 
CMP f$3S 
BNE BEAOC 



STA S07CF 
LOA l%ff 
STA $0700 
STA $07D7 
LDX $0701 



[NX 



.'YES, SET LOCAL 

; pause flag 
ano return 
.-nchars in usr input buffer 
;full' 
; -> YES 

;no, at threshold for xoff? 
; -> no 

;yes, get xoff char 

; -> no xoff ckar defined 

;put in system 0/p buffer 

.'set system buffer full flc 

.•SET REMOTE PAUSE FLAG 
."GET USER I/P BUFFER INDEX 
;aoo ONE 
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EAE3 80 D1 07 

EAE« A A 

EAE7 AD 05 07 

EAEA 90 F7 03 

EAED EE 03 07 

F A F 0 AO B E A FO 

CONTINUATION OF 

EAF1 AO 05 07 SEAF1 

E A F 4 FO 34 

EAF6 08 

EAF7 78 

EAF8 A E 02 07 

EAFB E8 

EAFC 8A 

EAFO 29 5F 

EAF F 80 0 2 07 
EB02 28 
E90 3 A A 
EB04 BO F7 05 
EB07 48 
EB08 CE 95 07 
E90B AO D 5 07 
E90E C9 08 
FB10 00 19 
E B1 2 2C 0 7 07 
EB15 10 14 
EB1 7 A5 FC 
EB19 FO 10 
EB1B 80 CF 07 

HERE IS THE BUG. 
IS THE TOP ENTRY 



STA S07D1 
TAX 

LDA $0705 

STA $03F7.» 

INC J070 5 
RTS 

CHRIN FOR RS23? DEVICE 



; STORE NEW INDEX 
;GET INDEX IN .X 

;get received char 
; AND' STORE in user i/p buf 

.■NCHARS IN USR I/P BUF FER 



LO A S07D3 
9E0 BEB2A 



AND <S3F 

STA .10702 



»HA 

DEC »07D3 

LDA 10703 

CMP £»08 

BNE BEB28 

BIT 107D7 

BPL 8E62B 

LDA IfC 

BED 9EB2B 

STA $07CF 



,-NCHARS IN USR I/P 8 UF FER 
.•SAVE INHIBIT STATUS 
;i/P Q FETCH INDFX 

;add ONE 

;make mod 64 
; and restore it 
.•recover inhi8it bit 

."I/P 0 FETCH INDEX 

;get nex t char from i/p bu ( 
; onto stack 

."decrement nchars in buf 

;GET NCHARS IN I/P BUF 



; -> NCHARS <> 8 

ms remote pause flag set' 
; -> no 

;IS XON CHAR DEFINED'' 

; -> no 

/"YES, PUT IT IN SYS 0/F BUF 
THE NEXT CHARACTER TO BE RETURNED TO THE USER 
ON THE STACK. A P LA SHOLO BE DONE HERE. 
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E0?2 
EH25 
EB?8 
EB2A 
E B? B 



EB3? 
EB34 
EB35 
EB36 

EB37 
EB3A 



6E DO 07 

4E 07 n? 

?C D8 07 SEB75 

10 OB 

48 BE B2A 

AD 0« 07 BEB?B 



ROR 



107D0 



LSR S07D7 

BIT S07D8 

BPL 3EB35 
PHA 

LDA S07D4 

AND fXC1001111 

EOR fXOIOOOOOO 

S T A $90 
PL A 



60 (US 

SETUP USER CHARACTER TO TRANSMIT 

2C CE 07 BEB37 BIT S07CE 

30 F B BH1 BEB37 

8 D CD 0 7 S T A SO 7C D 



38 



SEC 



EB46 
EB48 



6E CE 07 ROR SO 7C E 

4C 2A E3 JMP BEB2A 

INITIALIZE RS232 CONSTANTS Ah 
A9 00 SEB46 LDA £SO0 
A2 OB L D X fSOB 

9D CD 07 BE BAA STA $07CD,> 

CA DE X 



.•RESET SYS BUFFER fULL FLAG 
; AND REMOTE PAUSE FLAG 
,-ACIA PRESENT"- 

; -> no 

;yes. save next char to send 
;get acia statls reg 

; SAVE OSR 

; AND INVERT IT 

STORE IN KERNAL ST WORD 
.•RECOVER CHAR READ 
.'FLAG NO ERROR 



."USER XMIT BUF FER FULL' 
.-->YES, UAIT FCR IT TO EMPTY 
.•NO. STORE USER 0/P CHARACTER 

IN USER XMT BUF FER. SET 
.- USER XMIT BUFFER FULL FLAG 



.•CLEAR ALL 

; RS?3? 

.- VARIABLES 



E053 ( 
EB5 5 ! 
EB57 t 



."CLEAR XON CHARACTER 
• CLEAR XOFF CHARACTER 
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Past and Present 

Commodore's history is a fascinating story of depression 

and elation. Where did it come f rom und where is CBM now ? 

by Norman Doyle 



n the PET even 



\\ ihc t 



where he was suhnvioii to the Milk-nnj: .tss.ici.itcd v.iih being 
.1 Jew under Hitler's reign of terror. When liberation came it 

meant a new life lor Tramiel in Ins adopted country, the USA. 

Alter a time as a la\i driver. Tramiel joined the US Army 
where he was in charge of Army office cquipn n it 1 
in New York. Hardl) a hazardous occupation bin one which was 
to set him on his vvav to a fortune back on etvv) street. 

Typewriter maintenance became his career and soon he was 

k in ly.SS The first PI T was an inelegant beast with built-in 40 column 



and Ihc Commodore Typewriter Company's lirsi product was screen, cassette recorder and a mini 8K 11 

Ihc Everest typewriter. The shape of things to come started to pathetic by modern standards this was low-cost hi-tech and more 

form in l%l when Japanese-made mechanical adding machines and more American families decided it was a really neat 

were added to the range. The firm expanded through the Sixties addition to there home furniture. 

encompassing all forms of office furniture and equipment. The im sau sak . s mca . asc am) Commodore saw itself more 

rapid giovv.h was tollowcd In an equally rapal decline and in an d more as a computer companv rather than a pure component 

I'Wo it would have vanished completely but lor the intervention „, aiui faclurer. In IW Japanese disk drives and primers were 

ol an enterprising linancier. added lo ihc Commodore range and l°S0 saw the appearance 



qualms which he may have had were dispelled alter the l'/77 
Consumer Electronics Show in Chicago when the Pet attracted 
13 million worth of orders within two months. Commodore had 

had entered the big league. 



colours and 22 column hv 24 line screen display with 3.5K of 
RAM was soon surpassed in ihis country by the Sinclair 
Spectrum hut nol before the VIC had established Commodore 
as a major force in the home computer market 



the MOS65(l2.\\nothct side rvnclil was m the person of Chuck 
Peddle w hose v ision of computers for Ihc home planted the seed 
lor Commodore's future development. 
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Red Boxes 

Now there's a home control system available for the 
C64, w hich will sw itch on the kettle and the telly or even 
warn of intruders. 
By Mycrofti Appleby 



: control has always been 
promoted as one of the major uses of 
computers in the coming years. 
However, in the past home control 
systems were expensive, difficult to 



proper two-way serial link. You will 
then drop into the control program 

This mode is the simplest operating 
method on the Red Boxes system (the 
other being Red Basic, but more of 



. More 



you will be immediately used to Red 
Basic as Red Basic is a subset of BBC 
Basic, with a lot of extra commands 
added to handle the control aspect of 
link that Red Basic 



hem 



s BBC I 



II Red ie; 



n RS232. and an 



lahle . 



the Coi 



lodoic 



for Red Boxes 
comprises the main controller — 
called 'Red Leader', and two control 
units — an infra-red detector ( red two) 
and a plug actuator (red one). The 
concept behind the Red Boxes is the 
controller unit 'talking' to all the other 
units via a modulated serial link via the 



relate the input of one to the output of 
another so that a movement on the 
infra-red detector will activate an 

This program, whilst being 
extremely simple, is also quite 
powerful and lets you perform all the 
major actions that you would want to 
in a quick and easy manner. However 
for complex, muiti-unit. interaction 
y ou need to get down to some planning 
and programming. For this you need 
to use Red Basic and probably need to 
get hold of the Projects Manual (good 
value at 19). 



eadei i 



computer i 



itself. Documentation 



program is loaded into the computet 
and the link between the Red l eader 
and the Commodore M turns into a 



lit with Commodore Basic and w 
> get down to using Red Basic. 
If you have ever used a BBC n 



programming aids (repeat, gosub 

are commands to log-on devices and 
manipulate them. As this Basic is a lot 
more advanced than the Commodore 
M Basic, you should have no trouble at 
all in telling units to do whatever you 
uant. especially with the real-time 
commands. These arc commands that 
are very similar to some commands on 
the Amstrad. Sections of program arc- 
executed when an external device 
instructs them. So if the timer section 
of your program is controlling the 
healing and a burglar trips the infra- 
red motion detector then the 'alarm' 
section of your program can be 
activated. 

XK may not sound like a lot. but try 
and think of the last time that you 



memory, or sprites, or sound. The 
Commodore 64 handles all of that. 
And if Basic is a bit tight you can 
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always switch to machine code. 

The Red Leader uses a 6502 
processor, and you can program it in 
■ — J e bv pokeing code into 
it. The 




lothcCM. 
.t then disconnect Red l eader 
a tape recorder, and 
tape. Then re-connect 
everything up. 

The main plugs of this system is 
that when you have a program 
debugged and working to your satis- 
faction, you can unplug the 
Commodore 64 from Red Leader 
completely and use it for something 
else or whatever. Yet. Red Leader will 
just sit there executing your program 



...Id I- 



•llpiiltinti 
n uses up 
leasible I. 



The Red L 
very little j 
leave it switched on all the 

Reds One and Two 



The two units supplied with the starter 
pack are Red One and Red Two 
(sounds a bit like something out of 
Apocalypse Now). Red One is the 
is a unit that plugs into 



small box about half the size of Red 
One and Red Leader. In this is a large 
window. If anything that is at a 
different temperature than the 
surrounding air moves within 16 feet 
of it then a signal is sent back to Red 

All three units come with wall 
mounting brackets with all screws and 
Rawlplugs. though they don't need to 



t the right length. 



anyone is worrying about the 
system, don't. It is perfectly safe 
and very well worked out. Each unit 
has its own unique serial number and 
the Red Leader has to know what it is. 
So whilst you could control your next 
door neighbour's heating system, 
you'd have to know his encryption 
code first. However, if you wanted to 
communicate with a friend down the 
road, as long as you were on the same 
local ring main, and within a few 
hundred yards, you could do it. 

Verdict 



right tl 



i will I 



the 



id an RS232 li 
This last 



Anylhm 



. talk i 



n analog 
: will allow you to 
i system more easily 
mostat for heating, 
temperature probes 

will allow your 



this 



in the field o: 
the eas 



eale\ 



hanl system, 
n computers 
control. And 



id off from Red Lei 
a manual override oi 
6 it on and off as yoi 



computer 

another room, or even another 
building, by sending its information 
down the mains line. This could also be 
used in networking computers in a 



most well thought out system that 1 
have ever seen. This only obstacles in 
its path are public resistance to this 
sort of thing, and the price which, 
though low for a control system, is 
still high for the average Commodore 

Touchline 

Company: General information 
Systems. I White Hart Yard. London 
SE1 I NX. Price: £129 < starter pack). 
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Spanner 
in the 
Works 

If you rely heavily on your computer for business or 
leisure activities, then a breakdown can be infuriating. 
Here are a few tips on simple fault finding and repairs. 
By Mike Roberts 



The entire range of Commodore 
computers set high standards in 
design, production and reliability. 

All the hardware is buili up id a 
specification rather down to a price, 
unlike one or two of its competitors. 

Opening up any Commodore 
computer will show a large number ol 

Howe ™\he;' h 'are tSy ;he* list 




usually trace the cause ot a hrcakdow n 
to one or more of the ICs. Replace the 

'l ..Mowing a simple . lie. k list. ,.,n 
save pounds when It comes to repairs. 



Your Options 

Imagine a nightmare situation You sei 
up your CM. plug everything in and 



connect the screen turn it all on. and 
nothing! The screen is blank and the 
keyboard dead. 

What can you do? 

Firstly, sou should eheek the I FI) 
on the top ol the machine II this is oil 
then the power supply has probably 
blown. This is the only situation 
(excepting the unlikely event of the 
I II) lading) in w Inch the I I Dwillnot 
light up. lithe I. FDis alright. then you 



Going Inside 

the computer. 




takes us power alter the fuse. So this is 
the first thing that must be cheeked It 
it has blown then you've located the 
problem, and you can fix it quite 



I he fuse only costs., lew pence and 
is ol the type HIT 3AG, one amp 



250V. It is located on the right hand 
side near the power socket close to the 
regulating and rectifying circuitry. If 
the ruse is whole, then the onl> other 
explanation is that a section ol this 
circuitry is blown But this is rare, and 
you would usually see the damage as 
blackened fused components It ihis is 
the case then you need professional 
help. 

C hip Testing 



It the computet is nisi behaving tiddly 




handling ,.nv components. 

If your video circuitry is OK then 
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any other problem will generate a 
screen display from which yon may be 
able to diagnose a fault. 

.Junk on the screen with a regular 
pattern and an underlying picture of 
the correct displas indicates a RAM 



Absolute silence obviously 
indicates a dead sound chip. The 
sound circuitry is very robust, and it is 
usually the chip that is the first to go. 

II the ROMs fail, then you will be 
lefl with a blank screen. Although this 
is very unlikely as these are amongst 



older machines may 
have their keyboards full of dust. 
Cleaning will solve the problem. 

The other chip. U2, handles most 
of the main I/O with the user port and 
scries I/O. 

The problem here is that it is 
difficult to distinguish whether the 
fault lies with the chip at U2 or the 
device currently in use e.g. the disk 



Summing Up 

If you follow these simple tipsy 



MCE Services: (ihn Spencer, 33 Albert 
Si reel. Mansfield. Nous NGIS It:. Tel: 
0623 31202. 

Prompt Electronics: Mr Pedro. Unit 4. 
15 Springfield. Harrow. Middx li t? 
IQF. Tel. 01 S36 7166. 
Nobles Mr Jim Kennan. 14-17 Eastern 
Esplaade, Sottthend-on-Sca. Essex. Tel: 
0702 63377/8. 

GC Bunce and Sons: Mr Bunce. 36 
Burlington Road. Burnham. Bucks SI I 
7BQ. Tel: 062X6 61696. 
Croydon Computer Centre: Don 
Scammell. 29 Brid^stock Road. 
Thornum lhaih. Surrey CR4 7JJ. 
UTS Electronics: Mr P/eecc. 5-9 
Portland Road, l.uton. Beds LU4 HAT. 
Tel: 0582 458375. 

Micromend: Mr Buckley, The Old 
School. Main Street. Parcel. 
Peterborough PI 7 3DB. Tel: 0733 
241718. 





Arc you receiving it? 

SfiTeUTTi TU 

Easy to understand 

Full programme details 
♦ 

In-depth reviews 

Interesting features 

Questions answered 
♦ 

and more... 



ooioi questions, interesting features and a comprehensive 
programme listing for the next month's viewing. 

YOU CAN'T AFFORD TO MISS IT! 

yith ^SlS^O and KKKoir 1 

OUT NOW AT YOUR LOCAL NEWSAGENT 
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Top quality perform 
from your MPS803 Printer Simply fit 'PRINTKIT IV 
directly to your MPS803 printer and you will get: 
♦ TRUE DESCENDERS *R BOLD OPTION 

iwmncpi tutmt. ^ITALICS 

And up to 50% speed increase! 
Ml facilities are fully CBM compatible '"PRINTKIT IV is 
a very impressive upgrade kit'' CCI Nov '87. 
"Will give your MPS803 a new lease of life " YC Dec '87. 
Send just £30.00 to join the hundreds of satisfied 
customers. 

NEW! Coming soon. Connect your MPS803 DIRECTLY 
to your Amiga, ST, PC, Full information when you order 
'PRINTKIT IV 

We also supply: Ribbons, Tractor feeds. Serial leads etc. 
Call for details. 



STORT SOFT 

MAIL ORDER SPECIALISTS 
INCREDIBLE LOW PRICES! 




1 MEG AMIGA CUMANA DRIVES 




Cut Price Disks from 
Direct Disk Supplies 



OFFER 1 Premium Universals One disk tor affj 



m 



£149 99 
£27999 
£499 99 



| OFFER 4 HIgrade Doubles & 
PC Preformatted 



E149 99 
"79 99 
E499 99 



p acke<J , n 9«v 
envefopes, labe 7 s ' 
fiub-„n 9s D . ■ 

&S2 ■ B, "*S3i« 



I OFFER 5 Bargain Box 



le by 3MI SSDD I 



t A 3.99 I 9 99 
£ 26.99 E r 73.99 



C229.99 I 329 9 . 



£229 99 * 29 99 
£27999 \ t , Q9 9 
£429 99 



■ Ss °° 48,0, 3 7 M/V <»* ew> atnn 



I OFFER 8 
1 HI flyers 



| Dept H/B 



, FREEPOST, 129 High 



Hill, Middlesex TW1 2 1 BR 



